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The B Series is a stainless steel body air cylinder line that is the perfect solution for tight design budgets. This cylinder

is reliable and is designed and built to maximize performance. It will exceed all of your light-duty cylinder application
requirements. The B Series comes standard with a multitude of value-added features such as stainless steel piston rods,
roll-formed threads at both ends of the piston rod, and pre-lubed for non-lube added service. Furthermore, AutomationStore.
com has the design capabilities to customize a product for your specific application. These are just a sample of things that
make the B Series the Superior Interchangeable round body air cylinder line.

Piston Rod

The type 303 stainless steel piston rod is ground, polished,

and roller burnished for a mirror finish to ensure corrosion-free

longevity.

Rod Thread & | s

Roll-formed rod threads (at both ends) ensure a durable
customer-end connection as well as piston to rod connection.

Rod Bushing
Oil impregnated sintered bronze rod bushing provides excellent
wear resistance and anti-friction qualities for smooth operation

and long life.

End Caps
The end caps are made from a high strength aluminum alloy.

Ports
Unrestricted (full-flow) ports in conjunction with rectangular
slots on the piston-mating surface (at both ends) enable

the air to work on a larger piston area for effortless
breakaway (even at low pressures).

Tube

The type 304 stainless steel tube, drawn and
polished to a micro-inch finish on the I.D.,
enables low friction and longevity.

Crimp

The cylinder body is attached to the end caps
using innovative assembly equipment that
ensures a consistent and reliable double
rolled-in crimp.

Piston X
High strength aluminum alloy piston with 1‘?‘! i
blow-by flats (double acting only) ensure proper i
and rapid seal inflation. Piston rod connections

are threaded (roll-formed threads), sealed with Loctite
Threadlocker®, torqued, and staked for a solid, leak-proof
connection.

Piston Seals
Low friction Buna N “U” cup pistons seals (optional low and high
temperature seals) are wear compensating for millions of maintenance

Standard Specifications:
* 303 stainless steel piston rods are standard
* 304 stainless steel cylinder tube

free cycles. e Aluminum head and caps
Magnet * Nominal pressure rating is 250 psi air
Magnetic band position indication is optional in 9/16” — 3” bore sizes. * Twelve bore sizes — 5/16” - 3”
The magnet does not affect the overall length of the cylinder 3/4” — e Standard temperature -10°F to +165°F
3” (bore sizes - double acting only) but does add .250” to the overall ¢ Single and double acting
length of the 9/16” bore cylinders. * Double rods
Rod Seal . . i
The low friction Buna N “U” cup rod seal (optional low and high Optional Specifications:
temperature seals) is wear compensating to ensure longevity. ¢ Magnetic pistons

e Adjustable cushions
Pre-Lubricated e Double rods
Pre-lubricated with our specially formulated oil based compound for « High and low temperature seals
extensive maintenance free performance. « Rod wipers

Threadlocker® is a registered trademark to the Loctite Corporation.
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How To Order — Base Models

B-1.500 DFNM - 01 A - 01

Series 4—‘7
. Options
B = “B” Series
. 00 = No Options
Bore Size 01 = Bumpers*
02 = Viton Seals
0.313 = 5/16" 03 = Magnet
0.438 = 7/16" 04 = Bumpers with Magnet* (See notes below for details.)
0.563 = 9/16" 05 = Pivot Bushing™*
0.750 = 3/4" 06 = Pivot Bushing with Bumpers*
0.875 = 7/8" (See notes below for details.)
1.062 = 1-1/16" 07 = Pivot Bushing with Viton Seals
1250 = 1-1/4" 08 = Pivot Bushing with Magnet* (See notes below for details.)
1500 = 1-1/2" 09 = Pivot Bushing with Bumper and Magnet*
1.750 = 1-3/4" (See notes below for details.)
2000 = 2" See page 5 for a comprehensive list of options
2500 = 2-1/2"
3.000 = 3" L Fractional Inch Stroke
A =0"
Mounting Style B = 1/16"
c =1/8"
SRNM = Single Acting Spring Return D = 3/1?"
Nose Mount E =1/ .
SRRP = Single Acting Spring Return F = 5/19
Rear Pivot G =38 .
SENM = Single Acting Spring Extend :_' - 1729
Nose Mount J _ 9/16"
SERP = Single Acting Spring Extend K _ 5/8"
Rear Pivot L _ 11/16"
SNNM = Single Acting Non-Rotating M = 3/4"
Nose Mount N - 13/16"
SNRP = Single Acting Non-Rotating o =7/8"
Rear Pivot P = 15/16"
DFNM = Double Acting Nose Mount
DRPM = Double Acting Rear Pivot Eull Inch Stroke
DDNM = Double Acting Double Nose
DTRM = Double Acting Through Rod 00 =0"
DTRH = Double Acting Through Rod o1 =1"
Hollow Rod 02 =2"
DFBM = Double Acting Front Block 03 = 3"
DTNM = Double Acting Trunnion Mount 04 = 4"
AFNM = Double Acting Adjustable 05 =5"
Cushion Nose Mount 06 = 6"
ARPM = Double Acting Adjustable o7 =7"
Cushion Rear Pivot 08 = 8"
09 =9"
10 = 10"
11 =11"
12 = 12"
13 = 13"
through

32 = 32" (Maximum)

Bumpers available on 9/16" through 3" Bore Cylinders. See specific drawing/section
and/or length adder charts on page X for length adder information.

(N/A on AFNM and ARPM types).

Magnet available on 9/16" Bore. See specific drawing/section and/or length

adder charts on page X for length adder information.

***  Pivot Bushing standard on 5/16", 9/16", 2", 2-21/2", and 3" bore sizes.

Optional on all other Rear Pivot cylinders.
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How To Order — Standard B Series Options

Standard M Series Options

01 = Bumpers
02 = Viton® Seals
03 = Magnet
04 = Bumpers with Magnet
05 = Pivot Bushing
06 = Pivot Bushing with Bumpers Available with these mounting styles:
07 = Pivot Bushing with Viton® Seals DRPM, SRRP, SERP, SNRP, ARPM
08 = Pivot Bushing with Magnet
09 = Pivot Bushing with Bumper and Magnet
20 = Port Rotated with No Options
30 = Rod Wiper with No Options
31 = Rod Wiper with Bumpers
32* = Rod Wiper with Viton® Seals See page 4 for
33 = Rod Wiper with Magnet , ) . | bore size availability.
34 = Rod Wiper with Bumpers and Magnet Rod Wiper option available Y
35 = Rod Wiper with Pivot Bushing | on3/4" Bore and Up.
36 = Rod Wiper with Bumpers and Pivot Bushing Not available with these mount
37 = Rod Wiper with Viton® Seals and Pivot Bushing styles: SRNM, SRRP, SNNM, SNRP
38 = Rod Wiper with Magnet and Pivot Bushing
39 = Rod Wiper with Bumpers, Magnet and
Pivot Bushing
100= Low Temp Seals
101= Low Temp Seals and Bumpers
103= Low Temp Seals and Magnet
104= Low Temp Seals, Bumpers and Magnet Low Temperature Seals option
105= Low Temp Seals and Pivot Bushing | available on 7/16" Bore and Up.
106= Low Temp Seals, Bumpers and Pivot Bushing
108= Low Temp Seals, Magnet and Pivot Bushing
109= Low Temp Seals, Bumpers, Magnet and
Pivot Bushing

200= PolyPak Rod Seal
300= PolyPak Piston Seal 3/4" Bore and Up
400= PolyPak Piston and Rod Seal

* The rod wiper is Urethane except for 3/4", 1-1/16", 2"
and 2-1/2" bores.

Note: Consult AutomationStore.com for additional options.

How To Order — Examples

B-0.438SRNM-01A B-1.500DDNM-10I1-01
0.438 =7/16" Bore 1.500 =1-1/2" Bore
SRNM = Single Acting, Spring Return, DDNM = Double Acting, Double Nose
Nose Mount 10 = 10" Stroke
01 = 1" Stroke I = 1/2" Fractional Stroke
A = 0" Fractional Stroke 01 = Bumpers
B-1.062DRPM-03E-04 B-2.000ARPM-20H-03
1.062 =1-1/16" Bore 2.000 =2"Bore _ .
DRPM = Double Acting, Rear Pivot Mount ARPM = Double Acting, Adjustable Cushion,
03 = 3" Stroke Rear Pivot Mount
E = 1/4" Fractional Stroke 20 = 20" Stroke
04 = Bumpers and Magnet H = 7/16" Fractional Stroke
03 = Magnet
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Length Adders

0.313
0.438
0.562
0.750
0.875

1.062

1.250
1.500
1.750
2.000
2.500
3.000

0.313
0.438
0.562
0.750
0.875
1.062
1.250

1.500

1.750

2.000

2.500
3.000

04 Option (Bumper and Magnet)

0.313
0.438
0.562
0.750
0.875

1.062
1.250
1.500

1.750
2.000
2.500
3.000

01 Option (Bumpers)

03 Option (Magnet)

SINGLE ACTING
SRNM, SRRP, SENM,

SERP, SNNM, SNRP
N/A
N/A
0.062
0.125
No Adder

0.125

No Adder
No Adder
No Adder
No Adder
N/A
N/A

SINGLE ACTING
SRNM, SRRP, SENM,
SERP, SNNM, SNRP

N/A
N/A
0.531
0.688
0.531
0.562
0.531

0.437
(SENM = 0.500)

0.656

0.461
(SENM & SERP = 0.714)

N/A
N/A

SINGLE ACTING
SRNM, SRRP, SENM,
SERP, SNNM, SNRP

N/A
N/A
0.713
0.890
0.733

0.765
(SENM = 0687)

0.734

0.765
(SENM = 0827, SNNM = 0.750)

0.735
0.789
N/A
N/A

DOUBLE ACTING
DFNM, DRPM
N/A
N/A
0.125
No Adder
No Adder

0.125
(DTRM = 0.250")

No Adder
0.125
No Adder
0.250
0.062
0.062

DOUBLE ACTING

DFNM, DRPM, DTRM

N/A
N/A
0.250
No Adder
No Adder
No Adder
No Adder

No Adder
No Adder
No Adder

No Adder
No Adder

DOUBLE ACTING

DFNM, DRPM

N/A
N/A
0.375
0.125
0.125

0.125
(DTRM = 0.250")

0.125
0.250

0.000
0.250
0.062
0.062
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5/16" Bore Cylinder
Single Acting Spring Return — B-0.313SRNM-00A

Front Nose Mount 1.125 + .750 PER .500 STROKE
Standard Stroke Lengths: 250
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 575 [' 359
Maximum Stroke: 4" i "
%77777774@7

Base Weight: .03 Ibs., plus .02 Ibs. per inch of stroke 125®T
*Optiona| Accessories: ‘ROD 1/4-28 UNF-2A THREAD

. #10-32 UNF-2B THREA
« B-117001 Mounting Bracket #5-40 UNG-2ATHREAD

* B-127001 Rod Clevis

| Single Acting Spring Return — B-0.313SRRP-00A

Double Nose or Rear Pivot Mount 1.516 + .750 PER .500 STROKE ——{

Standard Stroke Lengths: s

1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 250 - 188

. — .156
Maximum Stroke: 4" “ o ( F
=¥
Base Weight: .04 Ibs., plus .02 Ibs. per inch of stroke p— o — WD Q) 3750
“Optional Accessor o B N
ptional Accessories: #10-32 UNF-2B THREAD

» B-117001 Mounting Bracket (with front nose mount) /4.28 UNF-2ATHREAD 1250 1DBUSHING

* B-117002 Mounting Bracket (with rear nose mount) 4540 UNG-SATHREAD 3/8-24 UNF-2ATHREAD
¢ B-129001 Pivot Bracket

e B-127002 Rod Clevis
’Single Acting Spring Extend — B-0.313SENM-00A

Front Nose Mount

Standard Stroke Lengths: s ST‘ﬂ-g?(4E+ 1.250 PER .500 STROKE

1/2II, 1II, 1_1/2", 2II, 2_1/ II, 3II, 4II -3 + .156

7.31
H .opqn 375~ .04 3600

Maximum Stroke: 4 W o9 7ﬂ #10-32 UNF-2B THREAD T
Base Weight: .05 Ibs., plus .03 Ibs. per inch of stroke '37é0t8§é’ e s — Y || s %,7,7,%,1H % N\ 6250
*Optional Accessories: 150

e B-117002 Mounting Bracket #5-40 UNC-2A THREAD - 3/8-24 UNF-2ATHREAD

¢ B-127001 Rod Clevis
’Single Acting Spring Extend — B-0.313SERP-00A

Double Nose or Rear Pivot Mount

1.875 + 1.250 PER .500 STROKE
Standard Stroke Lengths: 313+ STROKE 156
/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 313 | 188 625
- . 3 .250

Maximum Stroke: 4" 1’375 (%%)j FSG

Base Weight: .05 Ibs., plus .03 Ibs. per inch of stroke -?on%é’ (TYF’)JJ:‘ R i

® 1250

*Optional Accessories: ROD #10-32 UNF-2B THREAD 1250 |.D BUSHING
e B-117002 Mounting Bracket #5-40 UNC-2A THREAD \_3/8 54 UNF-2A THREAD (TYP)

e B-129001 Pivot Bracket
* B-127001 Rod Clevis
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5/16" Bore Cylinder
Double Acting — B-0.313DFNM-00A
Front Nose Mount

Standard- Stroke Lengths:
i/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 4"
Base Weight: .05 Ibs., plus .01 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117002 Mounting Bracket
e B-127001 Rod Clevis

1.641 + STROKE

3750,

i T
.125@ ROD

3/8-24 UNF-2ATHREAD

#10-32 UNF-2B THREAD

#5-40 UNC-2A THREAD

| Double Acting - B-0.313DRPM-00A
Double Nose or Rear Pivot Mount

HEX

2.031 + STROKE
Standard Stroke Lengths: ~-344r
1/2"’ 1||’ 1_1/2"’ 2||’ 2_1/ u, 3"’ 4|| (:(r)zY%) - 188
Maximum Stroke: 4" T3 7 F”’G
P ; [ hes
Base Weight: .06 Ibs., plus .01 Ibs. per inch of stroke 1J: i m WEFQ _375%, %YP)
*Optional Accessories: 1230R0D 125010,
¢ B-117002 Mounting Bracket #10-32 UNF-2B THREAD BUSHING
e B-129001 Pivot Bracket 3/8-24 UNF-2A THREAD (TYP)
e B-127001 Rod Clevis #5-40 UNC-2A THREAD
5/16" Bore Cylinder Specifications
¢ (0.07) X (Air Line Pressure) = Approximate Force Exerted
* Enclosed spring force: .5 Ibs. retracted, 1 Ibs. extended.
* Mounting nuts are standard on all nose mount cylinders.
¢ Viton® seals are optional on all cylinders for 200° - 350°F applications.
5/16" Bore Accessories
Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117001 B-129001 B-127001
[ 1000 063 040 o
!21;;1&@@%@5 Tf‘ M o 437 il #540
— F 4 170 UNC-2
125R 750 =125 .250[!@ 2 7'«’—( ['340 .3:3@125 K» § @/
31R ‘[:1_125 ) - [~.188
8376 S 125 RADIUS 500 —~ - _5%1 [ = 3:13
] 750 [a— .130 T 7
'4J38—,J: g,l 406 _t %%‘J 563 4
125 ',SOOJ & ‘.1?8 B
L s
B-117002 Mounting Nuts
o o B-190001 B-190002
. .16
125R —.750— =125

125 -,SOOJ

1/4-28 UNF-2B

562
’» HEX 4‘ 22

3/8-24 UNF-2B
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7/16" Bore Cylinder
Single Acting Spring Return — B-0.438SRNM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .04 Ibs., plus .04 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117004 Mounting Bracket
e B-127002 Rod Clevis

3750 o0
003

J;};
.188@ ROD i \-3/8-24 UNF-2A THREAD
#10-32 UNF-2A THREAD

1.313 +.938 PER .500 STROKE
.313
047

.188“

375
o

#10-32 UNF-2B THREAD

| Single Acting Spring Return — B-0.438SRRP-00A
Rear Pivot Mount

Standard Stroke Lengths:
/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"

".50(}-

1.750 +.938 PER .500 STROKE

313

- .047
.‘ (TYP)

| 7N

Base Weight: .04 Ibs., plus .04 Ibs. per inch of stroke 3750 .
£ =N
*Optional Accessories: 1880 ROD-

e B-029002 Pivot Bracket
e B-127002 Rod Clevis

1 ‘
t 4370
u U o .
\ #10-32 UNF-2B THREAD 1569 PIVOT PIN
7/16-20 UNF-2A THREAD

3/8-24 UNF-2ATHREAD
#10-32 UNF-2ATHREAD

| Single Acting Spring Extend — B-0.438SENM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3"

Maximum Stroke: 6"

1.938 + 1.438 PER .500 STROKE
344

“.375

.047j

#10-32 UNF-2B THREAD

Base Weight: .08 Ibs., plus .03 Ibs. per inch of stroke 4370
i

— I

| —

EN

*Optional Accessories:
¢ B-117003 Mounting Bracket
e B-127002 Rod Clevis

\ 7/16-20 UNF-2A THREAD
#10-32 UNF-2A THREAD

| Single Acting Spring Extend — B-0.438SERP-00A
Rear Pivot Mount

Standard Stroke Lengths:

2.375 + 1.438 PER .500 STROKE

i/2",1",1-1/2", 2", 2-1/2", 3" 375+ STROKE 344
.375

Maximum Stroke: 6" i

SR
Base Weight: .08 Ibs., plus .03 Ibs. per inch of stroke s I

4379 ., i !

*Optional Accessories: s E w0 w
¢ B-029002 Pivot Bracket ‘ROD \ #10-32 UNF-2BTHREAD oils62 !

* B-127002 Rod Clevis

7/16-20 UNF-2A THREAD (TYP)
#10-32 UNF-2A
THREAD
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7/16" Bore Cylinder

Double Acting — B-0.438DFNM-00A 2195 + STROKE
Front Nose Mount 719 —
Standard Stroke Lengths: o7 ] S
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" ‘
500~ #10-32 UNF-2B -"mw

Maximum Stroke: 12" r THREAD

' |
Base Weight: .07 Ibs., plus .02 Ibs. per inch of stroke 4370 S 3

*Optional Accessories:
¢ B-117003 Mounting Bracket
e B-127002 Rod Clevis

#10-32 UNF-2B THREAD

7/16-20 UNF-2A THREAD
#10-32 UNF-2ATHREAD

| Double Acting — B-0.438DRPM-00A
Rear Pivot Mount 2.563 + STROKE

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 12"

Base Weight: .08 Ibs., plus .02 Ibs. per inch of stroke

*Optional Accessories:
* B-029002 Pivot Bracket
e B-127002 Rod Clevis

| Uuwm 2 |(TYP)
#10-32 UNF-2B THREAD .156@ PIVOT PIN

7/16-20 UNF-2A THREAD (TYP)
#10-32 UNF-2A THREAD

Single Acting Spring Return — B-0.438SNNM-00A

Front Nose Mount Non-Rotating 1563 + 938 PER 500 STROKE

Standard Stroke Lengths:
1] [} _ n n _ " n n =.047
1/2",1",1-1/2", 2", 2-1/2", 3", 4 500 JSBW
Maximum Stroke: 6" (
. . 3753, ,, ‘.3;5
Base Weight: .04 Ibs., plus .04 Ibs. per inch of stroke I S — —
*Optional Accessories: 3/8-24 UNF-2A THREAD #10-32 UNF-2B THREAD
¢ B-117004 Mounting Bracket .188 HEX ROD
e B-127002 Rod Clevis #10-32 UNF-2A THREAD

| Single Acting Spring Return — B-0.438SNRP-00A
Rear Pivot Mount Non-Rotating

2.000 +.938 PER .500 STROKE
Standard Stroke Lengths:
172", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"

Base Weight: .04 Ibs., plus .04 Ibs. per inch of stroke |

L = ]
¢ 4370
o~ _ bl U 2y
Optional Accessories:
#10-32 UNF-2B THREAD

e B-029002 Pivot Bracket 3/8.24 UNF2A THREAD .156@ PIVOT PIN
* B-127002 Rod Clevis 188 HEX ROD 7/16-20 UNF-2A THREAD
#10-32 UNF-2A THREAD
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7/16" Bore Cylinder Specifications

¢ (0.15) X (Air Line Pressure) = Approximate Force Extended

¢ Enclosed spring force: 1 Ibs. retracted, 2 Ibs. extended.

¢ Mounting nuts are standard on all nose mount cylinders.

¢ Viton® seals are optional on all cylinders for 200° - 350°F applications.

7/16" Bore Accessories
Nose Mounting Brackets

B-117003
ﬁ 1.375j
203 ) op4 .
™ T ars
— T i s
o
500~ 500-]
0.43 S75R
828
S i
0ba ‘ Coabs
B-117004
1.37
20 5 08,
s T 312
= i—— 625
:500--.50
037 313R

563 .875
125

.063

Mounting Nuts
B-190002

562
’7 HEX T 2

3/8-24 UNF-2B

Pivot Mount Bracket
B-029002
125

".SOOj "j:

—
T

.500 T +

.

203R
?.157 - ﬁ
766
563
125 — l l

B-190003

687
[, s W 25

7/16-20 UNF-2B:
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B-127002
750+ s
i}@ 7 #10-32 UNF-2B
1
2.18
T | \ I
.5f2 E L .3*75
19 T 5
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9/16" Bore Cylinder
Single Acting Spring Return — B-0.563SRNM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .06 Ibs., plus .05 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117003 Mounting Bracket
e B-127002 Rod Clevis

For bumper option, add .062" to overall length.
1.531 + 1.625 PER 1.00 STROKE ——{

F .063

375

0

.188"

[ -
4370, =1 500
.188@ ROD

7/16-20 UNF-2ATHREAD 1032 UNF-2ATHREAD

#10-32 UNF-2A THREAD

| Single Acting Spring Return — B-0.563SRRP-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths:
/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .06 Ibs., plus .05 Ibs. per inch of stroke

*Optional Accessories:

For bumper option, add .062" to overall length.

1.813 + 1.625 PER 1.00 STROKE
375

.063
"500 W (TYP)

4379 (TYP) -

L 50 6250

188
T

313

003

* B-117003 Mounting Bracket 1889 ROD 1568 1.D.BUSHING
. #10-32 UNF-2B THREAD . e
* B-129002 Pivot Bracket 7/16-20 UNF-2A THREAD (TYP)
e B-127002 Rod Clevis #10-32 UNF-2A THREAD
| Single Acting Spring Extend — B-0.563SENM-00A
Front Nose Mount For bumper option, add .062" to overall length.
Standard Stroke Lengths: 2.000 + 2.625 PER 1.00 STROKE
1/2", 1", 1-1/2", 2", 2-1/2", 3 I
Maximum Stroke: 6" PR
=500+ ~.063 6250
Base Weight: .08 Ibs., plus .04 Ibs. per inch of stroke W #10-32 UNF-2B THREAD H
| e e —
*Optional Accessories: A3 LW w
* B-117003 Mounting Bracket %
¢ B-127002 Rod Clevis 1880700 7/16-20 UNF-2A THREAD
#10-32 UNF-2A THREAD
’Single Acting Spring Extend — B-0.563SERP-00A Forb don. add 062" ¢ Lencth

. or bumper option, a B 0O overall lengtn.
Double Nose or Rear Pivot Mount
S S 2.281 + 2.625 PER 1.00 STROKE

tandard Stroke Lengths: L STROKE = 375~
/2", 1", 1-1/2", 2", 2-1/2", 3" 375 L 250 16250
MaXImum StI’Oke. 6" -500+ W*.063 (TYP) 1 - ".188 31
Base Weight: .08 Ibs., plus .04 Ibs. per inch of stroke '437‘®(TYP)D"%7FH s
(O . Sa

*Optional Accessories: ‘ %
¢ B-117003 Mounting Bracket 1880 ROD #10-32UNF-2BTHREAD (TYP) 11570 1.D.BUSHING

e B-129002 Pivot Bracket
® B-127002 Rod Clevis

144 Kay Drive,

7/16-20 UNF-2A THREAD
#10-32 UNF-2A THREAD

Easley, SC 29640




9/16" Bore Cylinder
Double Acting — B-0.563DFNM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2", 1II’ 1_1/2", 2II’ 2_1/2"’ 3II’ 4II

Maximum Stroke: 12"
Base Weight: .09 Ibs., plus .02 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117003 Mounting Bracket
e B-127002 Rod Clevis

—
4379
L o

For bumper option, add .125" to overall length.
For magnetic band option, add .250" to overall length.

.750
375 *T

063 188~
‘ /-~ #10-32 UNF-2B THREAD “
|
§< 31 500
! _

2.281 + STROKE

.188@ ROD #10-32 UNF-2B THREAD

7/16-20 UNF-2A THREAD

#10-32 UNF-2ATHREAD

| Double Acting — B-0.563DRPM-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 12"
Base Weight: .09 Ibs., plus .02 Ibs. per inch of stroke

*Optional Accessories:

¢ B-117003 Mounting Bracket
e B-129002 Pivot Bracket

e B-127002 Rod Clevis

For bumper option, add .125" to overall length.
For magnetic band option, add .250" to overall length.

2.563 + STROKE

.750 -
375 7.375 =

W ~.063 (TYP) .ZSOE}EZ
— ‘ ,,:T#y

,,,,,,,,, : 4370 (TYP) -+
= o
1880 ROD
#10-32 UNF-2B THREAD 11570 1.D.BUSHING

7/16-20 UNF-2ATHREAD (TYP)
#10-32 UNF-2A THREAD

.188

Front Nose Mount Non-Rotating

Standard Stroke Lengths:
12", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .06 Ibs., plus .05 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117003 Mounting Bracket
e B-127002 Rod Clevis

Single Acting Spring Return — B-0.563SNNM-00A

1.781 + 1.625 PER 1.00 STROKE

}.063 .188“

— .500

7/16-20 UNF-2A THREAD #10-32 UNF-2A THREAD
.188 HEXROD

#10-32 UNF-2ATHREAD

| Single Acting Spring Return — B-0.563SNRP-00A

Rear Pivot Mount Non-Rotating

Standard Stroke Lengths:
12", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .06 Ibs., plus .05 Ibs. per inch of stroke

*Optional Accessories:

¢ B-117003 Mounting Bracket
e B-129002 Pivot Bracket

e B-127002 Rod Clevis

144 Kay Drive, Easley, SC 29640

2.063 +1.625 PER 1.00 STROKE

625
1’.063 (TYP)

".500‘ "25‘(‘)
4370 (TYP)
1 |

03

L 250 6250

".188 313
ﬁ‘\.'l 560 |.D.BUSHING

#10-32 UNF-2B THREAD
7/16-20 UNF-2A THREAD (TYP)
.188 HEXROD

#10-32 UNF-2A THREAD

e




9/16" Bore Cylinder

Double Acting — B-0.563DTRM-00A
Through Rod

Standard Stroke Lengths:

2.938 + 2 TIMES STROKE

2.188 + STROKE

1/2", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6" § B 7?3;,5,“ 500
#10-32 UNF-2B g
Maximum Stroke: 12" : /" THREAD T T\ mﬂ
6250 i i
Base Weight: .16 Ibs., plus .03 Ibs. per inch of stroke o

N2
*Optional Accessories: 7/16-20 UNF-2A THREAD (TYP) T
¢ B-117003 Mounting Bracket #10-32 UNF-2A THREAD (TYP)~/ -1880 ROD
e B-127002 Rod Clevis (TYP)

9/16" Bore Cylinder Specifications

¢ (0.15) X (Air Line Pressure) = Approximate Force Extended

* Enclosed spring force: 2 Ibs. retracted, 4 Ibs. extended.

* Mounting nuts are standard on all nose mount cylinders.

* Viton® seals are optional on all cylinders for 200° - 350°F applications.

* Bumpers are optional on all 9/16" bore cylinders (except in combination with Viton® option).
* Bumper option on single acting cylinders adds .062" to overall length.

* Bumper option on double acting cylinders adds .125" to overall length.

e Magnetic band option on 9/16" bore double acting cylinders adds .250" to overall length.

9/16" Bore Accessories

Nose Mounting Bracket Pivot Mount Bracket Rod Clevis
B-117003 B-129002 B-127002
1.375
a0 ﬁ j 094 5007 r#ﬁ
TYP. i ‘; 3!75 W t jgi
= T i ess 500 T+ | {+— TZ%’
i ‘ | . ==ﬁr{ e s
I-500--500- ' f ‘ H 4 063 ’
063 1A i T 1 \ 1
0.43 .375R j; 0 7"[ 281 t 562 1 375
7 1 20T L | 1es! 7 W .
L6 i &8 T1Y2P’>»f L_soo*f T'Q(QQJ L .9384
oba 125 ?.157 2R
‘5{63 766
Mounting Nuts 112%% | ‘
.063 L J
B-190003 -

687
[7 HEX W 25

7/16-20 UNF-2B

144 Kay Drive, Easley, SC 29640




3/4" Bore Cylinder
Single Acting Spring Return — B-0.750SRNM-00A
Front Nose Mount

For magnet option, add .687 to overall length.

1.500 +1.687 PER 1.00 STROKE

Standard Stroke Lengths: 4 a3
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" L 0 ‘188.‘ L

5]

625
|

Maximum Stroke: 6"

Base Weight: .10 Ibs., plus .08 Ibs. per inch of stroke

*Optional Accessories: \ 1/8" NPTF
« B-117006 Mounting Bracket 1/2-20 UNF-2ATHREAD

* B-127003 Rod Clevis 1/4-28 UNF-2A THREAD

[ Single ACting Spring Return - B'0-7503RRP'®A For magnet option, add .687 to overall length.
Rear Pivot Mount

Standard Stroke Lengths: 2281 + 1.687 PER 1.00 STROKE
1/2",1",1-1/2", 2", 2-1/2", 3", 4" 438 6257
1344~
Maximum Stroke: 6" "500- WFO%(TYP) W o
Base Weight: .13 Ibs., plus .08 Ibs. per inch of stroke 5@: 7ﬂﬁ
*Optional Accessories: b= J—%
1/2-20 UNF-2ATHREAD

e B-029003 Pivot Bracket ‘ROD
* B-127003 Rod Clevis

==
s \ 2509 PIVOT PIN
NPTF

1/4-28 UNF-2A THREAD 5/8-18 UNF-2A THREAD

| Single Acting Spring Extend — B-0.750SENM-00A
Front Nose Mount

For magnet option, add .687 to overall length.

Standard Stroke Lengths' 2.313 + 2.687 PER 1.00 STROKE
1/2", 17, 1-1/2", 2", 2-1/2", 3", 4" e
Maximum Stroke: 6" "'500’ T 094 1/8" NPTF
Base Weight: .18 Ibs., plus .07 Ibs. per inch of stroke S s — T

. . [E0 . w— 1] &
*Optional Accessories: {*
* B-117005 Mounting Bracket 2500 \5/8_18UNF_2ATHREAD
e B-127003 Rod Clevis 1/4-28 UNF-2A THREAD

| Single Acting Spring Extend — B-0.750SERP-00A
Rear Pivot Mount

For magnet option, add .687 to overall length.

2.437 + 2.687 PER 1.00 STROKE

Standard Stroke Lengths:

1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" SOrSTROET T ol
Maximum Stroke: 6" FOO - " o) 7
Base Weight: .18 Ibs., plus .07 Ibs. per inch of stroke ROD | Tl A
*Optional Accessories: N g l \<

e B-029003 Pivot Bracket

; 6240 \ 1/8"NPTF 250 PIVOT PIN
* B-127003 Rod Clevis ’ TYF& 5/8-18 UNF-2A THREAD (TYP)

1/4-28 UNF-2A THREAD

144 Kay Drive, Easley, SC 29640



3/4" Bore Cylinder
Double Acting — B-0.750DFNM-00A

Front Nose Mount 2,969 + STROKE

Standard Stroke Lengths: _";(_)9.69% 8750
1/2%, 1%, 1-1/2" 2%, 2-1/2*, 3*, 4", 5", 6" oo 130
Maximum Stroke: 12" =0 W V8 NPTE .1881 I

Base Weight: .21 Ibs., plus .03 Ibs. per inch of stroke ~ <§ ] W Ta\

*Optional Accessories:
¢ B-117005 Mounting Bracket
e B-127003 Rod Clevis

1/8" NPTF

\ i
5/8-18 UNF-2ATHREAD

1/4-28 UNF-2A THREAD

| Double Acting - B-0.750DRPM-00A
Rear Pivot Mount

3.750 + STROKE
Standard Stroke Lengths: :;iwa 625
1/2"’ 1II, 1_1/2" 2II’ 2_1/ II, 3|I’ 4II’ 5II’ 6II’ 7II’ - ‘094 '344‘7
8", 9|| 10"’ 11||, 12" 500~ .‘ (TYP) 1 -
Maximum Stroke: 32" L{ il S
Base Weight: .21 Ibs., plus .03 Ibs. per inch of stroke Es K{ } A
*Optional Accessories: Rop 1/8" NPTF 2500 PIVOT PIN

¢ B-029003 Pivot Bracket 5/8-18 UNF-2A THREAD (TYP)
e B-127003 Rod Clevis 1/4-28 UNF-2A THREAD

| Double Acting — B-0.750DNM-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths: 3.750 + STROKE

1/2"’ 1||, 1_1/2" 2II’ 2_1/2||, 3"’ 4||, 5II’ 6", 7||,
8", 9||, 10II’ 11||, 12"

—.625—

| 04 344 8750
1 1 s 375

Maximum Stroke: 32"

[Tvp)

R LR

Base Weight: .29 Ibs., plus .03 Ibs. per inch of stroke

o]

*Optional Accessories:

¢ B-117005 Mounting Bracket
¢ B-129003 Pivot Bracket

¢ B-127003 Rod Clevis

1/8"NPTF .251@ PIVOT HOLE
5/8-18 UNF-2A THREAD (TYP)
1/4-28 UNF-2A THREAD

| Single Acting Spring Return — B-0.750SNNM-00A
Front Nose Mount Non-Rotating

1.750 + 1.687 PER 1.00 STROKE

Standard Stroke Lengths:

1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 094 .188~‘ -
Maximum Stroke: 6" =

Base Weight: .10 Ibs., plus .08 Ibs. per inch of stroke —js 7
*Optional Accessories: xvno UNF-2A THREAD 1/8" NPTF

¢ B-117006 Mounting Bracket
¢ B-127003 Rod Clevis

.25 HEXROD
1/4-28 UNF-2A THREAD

144 Kay Drive, Easley, SC 29640



3/4" Bore Cylinder

Single Acting Spring Return — B-0.750SNRP-00A

Rear Pivot Mount Non-Rotating

Standard Stroke Lengths:
12", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .12 Ibs., plus .08 Ibs. per inch of stroke

*Optional Accessories:
* B-029003 Pivot Bracket
¢ B-127003 Rod Clevis

2.531 + 1.687 PER 1.00 STROKE

—.625—

3441
-.094 (TYP) “

1/2-20 UNF-2ATHREAD
.25 HEXROD 1/8" NPTF
1/4-28 UNF-2A THREAD

=
R
\ 2500 PIVOT I;IN

5/8-18 UNF-2ATHREAD

| Double Acting — B-0.750DTRM-00A
Through Rod

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6"

Maximum Stroke: 12"
Base Weight: .37 Ibs., plus .04 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117005 Mounting Bracket
¢ B-127003 Rod Clevis

4.000 + 2 TIMES STROKE
3.000 + STROKE 500+
asolt
aaln (TYP) k500
o VNPT —— mﬂ
ssele__— 1 T A D) —
Y — *
} muTi L\ (Y

5/8-18 UNF-2A THREAD (TYP)~

1/4-28 UNF-2ATHREAD (TYP)

.250@ ROD (TYP)

| Double Acting — B-0.750DFBM-00A
Front Block Mount

Standard Stroke Lengths:
12", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6"

Maximum Stroke: 12"
Base Weight: .22 Ibs., plus .03 Ibs. per inch of stroke

*Optional Accessories:
e B-127003 Rod Clevis

3219+ STROKE
[885 2 HOLES DRILLED & C'BORED

L 1.00 —1375 T FOR #10-32 SHCS
sQ. 094 ——
6250~ - ~‘.250 TAPPED 1/4-20 UNC-2A FROM OPP.SIDE
i 750 1/8" NPTF TYP
’7 — /
i

~ 17

- 625
=/ l ey i i
" 2500 d N L
#10-32 UNF-2B ON ROD 218 WRENCH FLAT 188

100 BOLT CIRCLE 1/4-28 UNF-2A THREAD

’ Double Acting — B-0.750DTNM-00A
Trunnion Mount

Standard Stroke Lengths:
1/ II, 1||’ 1_1/2", 2||, 2_1/2", 3", 4II, 5II’ 6II

Maximum Stroke: 12"
Base Weight: .29 Ibs., plus .03 Ibs. per inch of stroke

*Optional Accessories:
e B-029003 Pivot Bracket
e B-127003 Rod Clevis

3.219 + STROKE
100___
sQ.
».62\5@
TFT \ 1/8NPTF (TYP)
‘ (@ L1750 .
& ]
250 ROD | ng
—— 1/4-28 UNF-2A)
THREAD sooal-

.218 WRENCH FLAT

144 Kay Drive, Easley, SC 29640




3/4" Bore Cylinder Specifications

e (0.4) X (Air Line Pressure) = Approximate Force Exerted

¢ Enclosed spring force: 3 Ibs. retracted, 6 Ibs. extended.

¢ Mounting nuts are standard on all nose mount cylinders.

* Viton® seals are optional on all cylinders for 200° - 350°F applications.

* Bumpers are optional on all 3/4" bore cylinders (except in combination with Viton® option).

* Magnetic piston optional on all double acting 3/4" bore cylinders (except in combination with Viton® option).

e Bumper option on 3/4" bore single acting cylinders adds .125" to overall length, but does not effect the
overall length of double acting cylinders.

3/4" Bore Accessories

Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117005 B-029003 B-127003
e I i -
e T oses | t ) .52)0 /«@» j @/
TYP}* O ‘ i TO ‘813.433 Ji T +7i;§ : 2251—
L7504L750J l ! f T JfS —= j=—.500
| j 4;8 t ‘ u 4
266 ?r Ve 687 1 5;)0
TYP i J .ZSSJ ]7 1-L=== /
;?s# L 750 N ;‘33 1.188 «l
@.251 - >
B-117006 T e
. }; o 875
h1 6‘25—“ 'OP4 * Y .2;0 j‘; l l
T%%(}i: " ‘ T 7‘(.438‘7150 L— 1125 ——‘
LGZS'L.GZSJ
B-129003

[‘.750“ [—»%?3

f i

.sjs 44:38T‘+ éﬁ* ?TZ?S
1

1 1
I 38 1%

125
i == I B
oo w
[ |
.188*1 LJSOJ
TYP.
Mounting Nuts 0251

B-190004 1

1.188

313R

875

E P o= l
125
LHZSJ

1/2-20 UNF-2B

B-190005

938
’» HEX 4‘

:

144 Kay Drive, Easley, SC 29640



7/8" Bore Cylinder
Single Acting Spring Return — B-0.875SRNM-00A
Front Nose Mount

Standard Stroke Lengths: 500~
/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 500+ “*094 .188‘1 -

1.844 + 1.562 PER 1.00 STROKE ——~

Maximum Stroke: 6" — IL

625

= |

R X ;
5/8-18 UNF-2A THREAD 1/8" NPTF

1/4-28 UNF-2A THREAD

Base Weight: .17 Ibs., plus .09 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117005 Mounting Bracket
e B-127003 Rod Clevis

’Single Acting Spring Return — B-0.875SRRP-00A
Rear Pivot Mount

2.469 + 1.562 PER 1.00 STROKE

Standard Stroke Lengths: 500 625~
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 094 344

(TYP) "
Maximum Stroke: 6" =007 W 1 )
Base Weight: .17 Ibs., plus .09 Ibs. per inch of stroke .62140()”?)%‘”:""" ﬁ =0
*Optional Accessories: Lo TTO(Z) 4 >
e B-029003 Pivot Braf:ket ‘ROD _\ 1/8" NPTF 2500 PIVOT PIN
* B-127003 Rod Clevis 5/8-18 UE\ITF\;IE;\THREAD

1/4-28 UNF-2A THREAD

’Single Acting Spring Extend — B-0.875SENM-00A
Front Nose Mount

2.313 +2.562 PER 1.00 STROKE

Standard Stroke Lengths: 500 + STROKE— .469 [
/2", 1", 1-1/2", 2", 2-1/2", 3", 4" [+500- oo
Maximum Stroke: 6" FOO " /8" NPTF
Base Weight: .20 Ibs., plus .09 Ibs. per inch of stroke 6240 i e I j

i) I N—
*Optional Accessories: T \
* B-117005 Mounting Bracket 2200 5/8-18 UNF-2A THREAD

* B-127003 Rod Clevis 1/4-28 UNF-2A THREAD

’Single Acting Spring Extend - B-0.875SERP-00A
Rear Pivot Mount

2.625 + 2.562 PER 1.00 STROKE
Standard Stroke Lengths: 500 + STROKE ~{ .469
12", 1", 1-1/2", 2", 2-1/2", 3", 4" ’500’*094 ~
Maximum Stroke: 6" FOO o0 w (e
Base Weight: .20 Ibs., plus .09 Ibs. per inch of stroke _—
*Optional Accessories: [
¢ B-029003 Pivot Bracket '62‘1?R 1/8" NPTF 2500 PIVOT PIN
e B-127003 Rod Clevis '\ 5/8-18 UNF-2A THREAD

1/4-28 UNF-2A THREAD

144 Kay Drive, Easley, SC 29640



7/8" Bore Cylinder
Double Acting — B-0.875DFNM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2II’ 1II, 1_1/2" 2II’ 2_1/2"’ 3II’ 4II’ 5II, 6II

Maximum Stroke: 12"
Base Weight: .25 Ibs., plus .03 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117005 Mounting Bracket
e B-127003 Rod Clevis

L
1 /M M
6249 — Il j 25
L r ,,,,, ] & =
2508 X
ROD 5/8-18 UNF-2A THREAD 1/8" NPTF

For bumper and magnet option on 7/8" bore double
acting cylinders adds .125" to overall length.

2.938 + STROKE

094 L
rom 1 1/8" NPTF 'wsw
I

1/4-28 UNF-2A THREAD

| Double Acting - B-0.875DRPM-00A
Rear Pivot Mount

Standard Stroke Lengths:
1/2II’ 1II’ 1_1/2" 2II’ 2_-1/2", 3|I’ 4II, 5II, 6II

Maximum Stroke: 32"
Base Weight: .32 Ibs., plus .03 Ibs. per inch of stroke

*Optional Accessories:
¢ B-029003 Pivot Bracket
¢ B-127003 Rod Clevis

For bumper and magnet option on 7/8" bore double
acting cylinders adds .125" to overall length.

3.563 + STROKE

—.968 —= 625
500+ - 281
=094 344~
(TYP) 1
—]
A Va cadmve)
® PR

1/8" NPTF .2509 PIVOT PIN
5/8-18 UNF-2A THREAD (TYP)
1/4-28 UNF-2A THREAD

[Double Acting — B-0.875DDNM-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths:
1/2", 1", 1-1/2" 2", 2-1/2", 3", 4", 5", 6"

Maximum Stroke: 32"
Base Weight: .32 Ibs., plus .03 Ibs. per inch of stroke

*Optional Accessories:

* B-117005 Mounting Bracket
¢ B-129003 Pivot Bracket

¢ B-127003 Rod Clevis

For bumper and magnet option on 7/8" bore double
acting cylinders adds .125" to overall length.

3.563 + STROKE
625+
- 281
T(TYP) m
] NNy
1/8" NPTF .2509 PIVOT HOLE

5/8-18 UNF-2A THREAD (TYP)
1/4-28 UNF-2A THREAD

[Single Acting Spring Return — B-0.875SNNM-00A

Front Nose Mount Non-Rotating

Standard Stroke Lengths:
12", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .17 Ibs., plus .09 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117005 Mounting Bracket
* B-127003 Rod Clevis

2,094 + 1.562
PER 1.00
| 750 STROKE
094 L
"‘500- ﬂﬂ 188 T
- L
f \ ] i
6240 [— T4 625
4000 l==c=
l -003 —— = 4{
\ 3
\ 5/8-18 UNF-2A THREAD 1/8" NPTF
.25 HEX ROD

1/4-28 UNF-2A THREAD

144 Kay Drive, Easley, SC 29640




7/8" Bore Cylinder

Single Acting Spring Return — B-0.875SNRP-00A

Rear Pivot Mount Non-Rotating 27194 1,562 PER 1.00 STROKE

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" F-.094
(TYP)
Maximum Stroke: 6"
Base Weight: .17 Ibs., plus .09 Ibs. per inch of stroke
*Optional Accessories: —
e B-029003 Pivot Bracket 2500 PIVOT PIN
« B-127003 Rod Clevis bt

1/4-28 UNF-2A THREAD

7/8" Bore Cylinder Specifications

¢ (0.6) X (Air Line Pressure) = Approximate Force Exerted

® Enclosed spring force: 3 Ibs. retracted, 6 Ibs. extended.

* Mounting nuts are standard on all nose mount cylinders.

* Viton® seals are optional on all cylinders for 200° - 350°F applications.

* Bumpers are optional on all 7/8" bore cylinders (except in combination with Viton® option).

* Magnetic piston optional on all double acting 7/8" bore cylinders (except in combination with Viton® option).
e Bumper and magnet option on 7/8" bore double acting cylinders adds .125" to overall length.

7/8" Bore Accessories

Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117005 B-029003 B-127003
’——Ls‘uﬁ '135 ‘ 750 [—»T‘fg [—».933*‘ *1 ’*.16

T 563 Y

—

l

1
125
— =500
L750J‘7JSOJ i g? T s [
268 7 T v a3 i [/ \ I
. T 687 v = 500
ﬁ ;;\fs 750

|
J A—l
313R 124
TYP. 1.188

1.188

i ¥ 1/4 - 28 UNF-2B
i 266 j
266 — T 1.00 813 T 735+ = .500 @f/
TYP ‘ f | 43 i I

o

ol

&
(-
/=]
i
1
1

.

el 1]
" L 1.125 J

Mounting Nuts B-129003

B-190005 EE:SOT '

938 h
HEX .38 i ,4'38 [

144 Kay Drive, Easley, SC 29640




1-1/16" Bore Cylinder

Single Acting Sprlng Return _ B-1 0625SRNM-00A For bumper option, add .125" to overall length.
Front Nose Mount 1938+ 1,562 PER1.00

Standard Stroke Lengths: 500

1/2"’ 1||, 1_1/2", 2||, 2_1/2", 3", 4||’ 5||, 6" . —.094

Maximum Stroke: 6" _SOOH W

. . L |
Base Weight: .23 Ibs., plus .11 Ibs. per inch of stroke 6240 .3%3(3 ROD = -1 e
. . ]L§ ———— ) ?

*Optional Accessories:

¢ B-117005 Mounting Bracket 5/8-18 UNF-2ATHREAD 1/8" NPTF
e B-127004 Rod Clevis 250 WRENCH FLATS

5/16-24 UNF-2ATHREAD
[ Single Acting Spring Return - B-1 0625RRP-®A For bumper option, add .125" to overall length.
Rear Pivot Mount 2.531+1.562 PER 1.00
STROKE
Standard Stroke Lengths: - 500 N s
1/2",1",1-1/2", 2", 2-1/2", 3", 4" 094 A P
125 (TYP) i
Maximum Stroke: 6" 'SOOH [..281
Base Weight: .24 Ibs., plus .11 Ibs. per inch of stroke | e
42 ryp) 3138 ROD - }

*Optional Accessories:
¢ B-029003 Pivot Bracket
¢ B-127004 Rod Clevis

1/8" NPTE .2509 PIVOT PIN

5/8-18 UNF-2ATHREAD (TYP)
.250 WRENCH FLATS
5/16-24 UNF-2A THREAD

| Single Acting Spring Extend — B-1.062SENM-00A For bumper option, add .125" to overall length.
Front Nose Mount ~— 2500 + 2.812 PER 1.00 STROKE —
Standard Stroke Lengths: *'SOMSTRK:SOO
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" B
Maximum Stroke: 6" 25+ - —— 094
Base Weight: .24 Ibs., plus .16 Ibs. per inch of stroke 'SOOH “ /- V/ETNPTE
*Optional Accessories: 3130R0D = {;{

¢ B-117005 Mounting Bracket

¢ B-127004 Rod Clevis 6240\ g 16 UNF-IATHREAD

-003

.250 WRENCH FLATS
5/16-24 UNF-2ATHREAD

| Single Acting Spring Extend — B-1.062SERP-00A For bumper option, add .125" to overall length.
Rear Pivot Mount 2.656 + 2.812 PER 1.00
STROKE
Standard Stroke Lengths: 500 + STRK -
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" S0~ -
. —~ .563 344 1.1250
Maximum Stroke: 6" 125
— .094
500 (VP 281 .750
Base Weight: .22 Ibs., plus .16 Ibs. per inch of stroke r
Fan
*Optional Accessories: S139R0D K
¢ B-029003 Pivot Bracket \ NI 2500 PIVOT PIN a75
* B-127004 Rod Clevis 6240 ] VETNETE '
-.003 5/8-18 UNF-2A THREAD (TYP)

.250 WRENCH FLATS
5/16-24 UNF-2A THREAD
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1 '1 /1 6" BOI‘e Cylinder For bumper option, add .125" to overall length.

Double Acting - B-1.062DFNM-00A 3.250 + STROKE
Front Nose Mount 1188
Standard Stroke Lengths: T .
1/2"’ 1II, 1_1/2" 2II’ 2_1/2"’ 3II’ 4II, 5|I, 6|I 125 a8 B
Maximum Stroke: 12" ISOOT( NPT W
; i -
Base Weight: .33 Ibs., plus .05 Ibs. per inch of stroke 6240, 3138R0D LI~ 75
003 }7 /- ] 4{
*Optional Accessories: )
« B-117005 Mounting Bracket 5/8-18 UNF-2A THREAD /8 NPTE
. 250 WRENCH FLATS
* B-127004 Rod Clevis 5/16-24 UNF-2A THREAD
’ Double ACtIng - B-1 062DRPM-®A For bumper option, add .125" to overall length.
Rear Pivot Mount 3.844 + STROKE
Standard Stroke Lengths: :612;??‘ S
1/2", 1", 1-1/2" 2", 2-1/2", 3", 4", 5", 6", 7", L o i
8", 9", 10", 11", 12" 125 (TYP) 281
.344T =
Maximum Stroke: 32" | (v 'SOOT"
— S L
Base Weight: .33 Ibs., plus .05 Ibs. per inch of stroke 240 o SBOROD [ |} C{ DY

N a
' ; } ﬁé@\
s . " 2500
Optional Accessories: 1/8" NPTF PIVOT PIN

* B-117005 Mounting Bracket
e B-029003 Pivot Bracket
* B-127004 Rod Clevis

5/8-18 UNF-2A THREAD (TYP)

250 WRENCH FLATS
5/16-24 UNF-2A THREAD

’ Double ACtmg - B-1 062DDNM'®A For bumper option, add .125" to overall length.
Double Nose or Rear Pivot Mount

Standard Stroke Lengths:

3.844 + STROKE

1/2", 1II, 1_1/2" 2II, 2_1/2", 3II, 4II, 5II, 6II, 7II’ - .7'094 .6254—
8", 9", 10||, 11||’ 12" (TYP) 3441—‘**[‘.281
; . Ao yrvey 500 :
Maximum Stroke: 32 6240, 3155700 = % }qu
Base Weight: .33 Ibs., plus .05 Ibs. per inch of stroke
1/8 NPTF 2510
PIVOT HOLE

*Optional Accessories:

¢ B-117005 Mounting Bracket
¢ B-129003 Pivot Bracket

e B-127004 Rod Clevis

/8-18 UNF-2A THREAD (TYP)
.250 WRENCH FLATS
5/16-24 UNF-2A THREAD

| Single Acting Spring Return — B-1.062SNNM-00A

Front Nose Mount Non-Rotating 2.188 + 1.562 PER 1.00 STROKE [~
Standard Stroke Lengths: 750 [
250
.500 (
[

1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" o
4188“

L

6240 —A I -

+000
003 NS

*Optional Accessories: T
¢ B-117005 Mounting Bracket
e B-127004 Rod Clevis

Maximum Stroke: 6"

Base Weight: .25 Ibs., plus .12 Ibs. per inch of stroke

5

L

5/8-18 UNF-2A THREAD 1/8"NPTF

.375 HEXROD
5/16-24 UNF-2A THREAD
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1-1/16" Bore Cylinder

Single Acting Spring Return — B-1.062SNRP-00A

. - 2.781 + 1.562 PER 1.00 STROKE
Rear Pivot Mount Non-Rotating ’

=500 625
Standard Stroke Lengths: - 004 o Losas
1/ ||, 1||’ 1_1/2", 2||’ 2_1/2"’ 3"’ 4" 125 (TYP) )
281
Maximum Stroke: 6" -500 ( r
| SR N
Base Weight: .25 Ibs.s., plus .12 Ibs.s. per inch of stroke 6249 (TP =] &
' . 2 =
*Optional Accgssorles: 1/8" NPTF 2500 PIVOT PIN 375
* B-029003 Pivot Bracket 5/8-18 UNF-2A THREAD 750l
e B-127004 Rod Clevis
375 HEX ROD (TYP)

5/16-24 UNF-2ATHREAD

| Double Acting — B-1.062DTRM-00A

Through Rod [ 4406 + 2 TIMES STROKE
Standard Stroke Lengths: 3:156+ STROKE 6251
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6" aol T
.094 =~ 1/8" - .500
Maximum Stroke: 12" (Tvﬂ NPTF FTYP)
Base Weight: .48 Ibs.s., plus .07 Ibs.s. per inch of stroke 1.1250 6240 TP —— {1l ¢ Y1 —
9 p p 20 B 313 R0D (TYP)
*Optional Accessories: 5/16-24 UNF-2A
THREAD (TYP)

¢ B-117005 Mounting Bracket ~1eR)

. 5/8-18 UNF-2A THREAD (TYP)
* B-127004 Rod Clevis

.250 WRENCH
FLATS (TYP)

| Double Acting - B-1.062DTRH-00A

Through Rod Hollow Rod NOTE: FOR MAGNET OPTION, ADD .406 TO OVERALL LENGTH.
Standard Stroke Lengths: [ 4.000+2TIMES STROKE
12", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6" 2750 + STROKE ——.625

i - 12" 094~ = veNeTES
Maximum Stroke: 12 (Typ)“ - F 59
Base Weight: .47 Ibs., plus .07 Ibs. per inch of stroke f — }

9 P P 1.125@ s P =1 Cﬁ é,,, E=} 3130 ROD (TYP)
*Optional Accessories: 516,24 UNF2A
¢ B-117005 Mounting Bracket .160@ THRU 125  THREAD(TYP)
e B-127004 Rod Clevis 5/8-18 UNF-2A THREAD (TYP) (TYP)

.250 WRENCH FLATS (TYP)

' Double Acting — B-1.062DFBM-00A
Front Block Mount

Standard Stroke Lengths:
1/2"’ 1II’ 1_1/2"’ 2II’ 2_1/2", 3|I’ 4II’ 5II’ 6II

3.750 + STROKE

/ 1/8" NPTF

Maximum Stroke: 12" TYP

L

1

& 875
*Optional A . Q A
ptional Accessories: L
* B-127004 Rod Clevis #1032 UNF-28 ON AL e
1.25 BOLT CIRCLE 2 HOLES DRILLED &

Base Weight: .49 Ibs., plus .05 Ibs. per inch of stroke

812 3130 RODF—F- a
t f

C'BORED FOR #10-32 SHCS
TAPPED 1/4-20 UNC-2A FROM OPP.SIDE
.250 WRENCH FLAT

5/16-24 UNF-2A THREAD
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1-1/16" Bore Cylinder
Bore Double Acting — B-1.062DTNM-00A

Trunnion Mount 3750+ STROKE
468 ~1.156 —

Standard Stroke Lengths: G —~ 625~
12", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6" : 094 -

i .ZSOﬂ
Maximum Stroke: 12 .‘ 750 [‘ [0/ VeaNerr
Base Weight: .49 Ibs., plus .05 Ibs. per inch of stroke mim”%i{ ‘8;5
*Optional Accessories: A
+ B-029006 Pivot Bracket L 16 UNEA L] L e
* B-127004 Rod Clevis L 5000

.250 WRENCH FLAT

1-1/16" Bore Cylinder Specifications

¢ (0.9) X (Air Line Pressure) = Approximate Force Exerted

e Enclosed spring force: 3 Ibs. retracted, 6 Ibs. extended. Note that SENM and SERP is 6 Ibs. retracted, 12 Ibs. extended.
* Mounting nuts are standard on all nose mount cylinders.

* Viton® seals are optional on all cylinders for 200° - 350°F applications.

* Bumpers are optional on all 1-1/16" bore cylinders (except in combination with Viton® option).

¢ Magnetic piston optional on all double acting 1-1/16" bore cylinders (except in combination with Viton® option).

® For bumper option, add .125" to overall length.

* Magnetic piston option on DTRH mount adds .406 to overall length. For DTRM Mount, add 0.25" to overall length.

1-1/16" Bore Accessories
Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117005 B-029003 B-127004

188
1875 750 938
B [‘WP' T ~
b | f f sts 5/16- 24 UNF-28
; " g
TYp T
—

‘ l @.251

L750J~,750J [
T F} é I +
? + Aels7 o i i .5;)0

875
2;0 jL: l J
Mounting Nuts .
B-129003
B'1 90005 750 r;gysg_
3;&2 38 }7 334{.256
813 T+ T TYp
T W [ S I N
1 38 ¥
RECH JIT 1 :
“J o == i I N
wo o —F -
5/8-18 UNF-2B .18;»‘ 750
e 313R
2.251
js 1188
o |
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1-1/4" Bore Cylinder

Single Acting Spring Return — B-1.250SRNM-00A 2,656+ 1.812 PER 1.00 STROKE|
Front Nose Mount 750
Standard Stroke Lengths: 875 1
1/2", 1", 1-1/2" 2", 2-1/2", 3", 4" 1*094 ,250.‘ L
250
Maximum Stroke: 6 L r =
Base Weight: .39 Ibs., plus .21 Ibs. per inch of stroke ‘74j9g‘i¥4m ~— Tl 17
*Optional Accessories:
* B-117007 Mounting Bracket 3/4-16 UNF-2ATHREAD
* B-127005 Rod Clevis 375 WRENCH FLATS
7/16-20 UNF-2ATHREAD
| Single Acting Spring Return — B-1.250SRRP-00A
. 3.375+ 1.812 PER 1.00 STROKE —=
Double Nose or Rear Pivot Mount
.750 ~
Standard Stroke Lengths: 875 L 406
1/2", 1||’ 1_1/2" 2II’ 2_1/2", 3II’ 4|| ’:094
- 406
Maximum Stroke: 6" -250 r“ e ['
Base Weight: .53 Ibs., plus .21 Ibs. per inch of stroke 4380 ROD =
*Optional Accessories: 1/8" NPTF 2510 PIVOT HOLE
* B-117007 Mounting Bracket 3/4-16 UNF-2A THREAD (TYP)
¢ B-229003 Pivot Bracket 375 WRENCH FLATS

* B-127005 Rod Clevis 7/16-20 UNF-2A THREAD

| Single Acting Spring Extend — B-1.250SENM-00A

Front Nose Mount 3.469 + 2.812 PER 1.00 STROKE ——
Standard Stroke Lengths: 750875 + STK~.750

12", 1", 1-1/2" 2", 2-1/2", 3", 4" 625

Maximum Stroke: 6" TZSJ “"094 1/8" NPTE

Base Weight: .50 Ibs., plus .21 Ibs. per inch of stroke J@J‘mﬁi_ﬂ—r—ﬂ ¢

*Optional Accessories: ‘ N \

* B-117007 Mounting Bracket 3/4-16 UNF-2A THREAD

e B-127005 Rod Clevis 375 WRENCH FLATS

7/16-20 UNF-2ATHREAD

| Single Acting Spring Extend — B-1.250SERP-00A

Double Nose or Rear Pivot Mount 3.781+2.812 PER 1.00 STROKE

Standard Stroke Lengths: 7501 875+ 5TKY 750

.1/2u, 1||’ -1_1/2|| 2||’ 2_1/2||, 3||’ 4" 1625~ 406
) =09 406
Maximum Stroke: 6" "4250 W”VP’ (
- \
Base Weight: .57 Ibs., plus .21 Ibs. per inch of stroke 749.,, 4380 ROD o ;
i 003 "7 — - %

2510
. 1/8" NPTF PIVOT HOLE
3/4-16 UNF-2ATHREAD (TYP)
.375 WRENCH FLATS
7/16-20 UNF-2A THREAD

*Optional Accessories:

¢ B-117007 Mounting Bracket
e B-229003 Pivot Bracket

e B-127005 Rod Clevis

144 Kay Drive, Easley, SC 29640




1-1/4" Bore Cylinder
Double Acting — B-1.250DFNM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2II, 1II, 1_1/2", 2II, 2_1/2", 3II’ 4II, 5II’ 6II’ 7II’
8II, 9", -1OII, 11II, 12"

Maximum Stroke: 12"
Base Weight: .58 Ibs., plus .08 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117007 Mounting Bracket
e B-127005 Rod Clevis

For bumpers and magnetic band option add .125" to overall length.

4.000 + STROKE
1625 —
250 1.3440
1/8" NPTF
" T
T 875 )
b
1/8" NPTF

3/4-16 UNF-2A THREAD
.375 WRENCH FLATS
7/16-20 UNF-2A THREAD

| Double Acting — B-1.250DRPM-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths:
1/2II’ 1II’ 1_1/2"’ 2II’ 2_1/2", 3|I’ 4II’ 5|I, 6II’ 7II,
8II’ 9II, 10II’ 11II, 12"

Maximum Stroke: 32"

Base Weight: .71 Ibs., plus .08 Ibs. per inch of stroke

For bumpers and magnetic band option add .125" to overall length.

W

4.719 + STROKE

.750

875 .781

=094
w (TYP)
B
4380 ROD D
}7 ___.

.250

*Optional Accessories: NI —/ 210
¢ B-117007 Mounting Bracket 1/8" NPTF PIVOT HOLE
* B-229003 Pivot Bracket 3/4-16 UNF-2A THREAD (TYP)
. .375 WRENCH FLATS

¢ B-127005 Rod Clevis 7/16-20 UNF-2A THREAD
| Single Acting Spring Return — B-1.250SNNM-00A 26564 1812 PER 1.00 STROKE

Front Nose Mount Non-Rotating

875 — .250 ~
Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" T
= .094
Maximum Stroke: 6" 250+ rw
Base Weight: .25 Ibs., plus .12 Ibs. per inch of stroke - ] f
Ig p Y p ! .74:9Q)mm 77777777 ﬂ . 875

*Optional Accessories: o N —

¢ B-117007 Mounting Bracket 1/8" NPT
e B-127005 Rod Clevis 3/4-16 UNF-2A THREAD

438 HEXROD
7/16-20 UNF-2A THREAD

| Single Acting Spring Return — B-1.250SNRP-00A

Rear Pivot Mount Non-Rotating 3:375+1.812 PER 1.00 STROKE

Standard Stroke Lengths: 78

1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 406
Maximum Stroke: 6" V) ["4"6

Base Weight: .25 Ibs., plus .12 Ibs. per inch of stroke A=

”””” I oy

*Optional Accessories: =X

¢ B-117007 Mounting Bracket 18" NPTF pw’cz)%“%m

e B-229003 Pivot Bracket

3/4-16 UNF-2ATHREAD (TYP)

e B-127005 Rod Clevis

/438 HEXROD
7/16-20 UNF-2A THREAD
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1-1/4" Bore Cylinder

Double Acting — B-1.250DTRM-00A
Through Rod

—.750
(TYP,

Standard Stroke Lengths: (g%ﬂy - e
1/2"’ 1", 1_1/2", 2||’ 2_1/2", 3"’ 4||’ 5", 6"

5.563 + 2 TIMES STROKE

875 [~

3.813 + STROKE

T |
. 13440 T (VP ——— I —
Maximum Stroke: 12" 1 7ﬁ9¢;u_;ﬁ_uﬂ d & : 4380 ROD (TYP)

Base Weight: .98 Ibs., plus .12 Ibs. per inch of stroke 7/16:20 UNF-2A

THREAD
(TYP)

3/4-16 UNF-2A THREAD (TYP)

~.250
(TYP)

*Optional Accessories:
.375 WRENCH FLATS (TYP)

¢ B-117007 Mounting Bracket
¢ B-127005 Rod Clevis

| Double Acting — B-1.250DTRH-00A
Through Rod Hollow Rod

Standard Stroke Lengths: 094 (- ~.7507
T *.750”

5.563 + 2 TIMES STROKE
3.813 + STROKE

875

172", 1%, 1-1/2", 2", 2-1/2", 3", 4", 5", 6" : e | VERPTEN [P )
Maximum Stroke: 12" 1'344?74:%@;?) :TH &

j ' /\:E\L m v J
Base Weight: .97 Ibs., plus .12 Ibs. per inch of stroke 2508 THRU

3/4-16 UNF-2ATHREAD (TYP)

R
-438@ ROD (TYP)
T

7/16-20 UNF-2A
~.250 THREAD
(TYP) (TYP)

.375 WRENCH FLATS (TYP)

*Optional Accessories:
* B-117007 Mounting Bracket
e B-127005 Rod Clevis

1-1/4" Bore Cylinder Specifications

¢ (1.2) X (Air Line Pressure) = Approximate Force Exerted

¢ Enclosed spring force: 7.5 Ibs. retracted, 15 Ibs. extended.

¢ Mounting nuts are standard on all nose mount cylinders.

¢ Viton® seals are optional on all cylinders for 200° - 350°F applications.

* Bumpers are optional on all 1-1/4" bore cylinders (except in combination with Viton® option).

* Magnetic piston optional on all double acting 1-1/4" bore cylinders (except in combination with Viton® option).
e Bumper and magnet option on 1-1/4" bore double acting cylinders adds .125" to overall length.

1-1/4" Bore Accessories

Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-13507007 B-229003 B-127005
h ‘ 4—‘ Vall ",750* [‘T1$|§ 1.313 A2
[ B i N ~-7/16-20 UNF-28
28— = ——F 150 T T .266 ! o
" l ‘833 '4§8 i I \:{zm jTYP '7?06 376 ﬁ» g B/
155 ‘ il ‘-5?0 P : ' - =750
.266L ¥ :1 l%s .823 1.0Ta1 : 1 I : .740
TYPi — | ], 3807 f!m - ?
T]\%t33 750 313R %%J L1 .6884
@.251 S
Mounting Nuts 1 1ass
875
B-190006 P — i

[‘1.‘ “ * '155 Lmsz

144 Kay Drive, Easley, SC 29640
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1-1/2" Bore Cylinder

. . . 2.438 +1.687 PER 1.00 ——
Single Acting Spring Return — B-1.500SRNM-00A rso STROKE
Front Nose Mount R
Standard Stroke Lengths: 094 '2507 -
i/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 250 T
— L)
Maximum Stroke: 6" 7490, 4389 RODf T 75
o 4380 ROD-—— -
Base Weight: .44 Ibs., plus .22 Ibs. per inch of stroke I
1/8" NPTF
*Optional Accessories: 3/4-16 UNF-2A THREAD
¢ B-117007 Mounting Bracket 375 WRENCH FLATS
e B-127005 Rod Clevis 7/16-20 UNF-2A THREAD
| Single Acting Spring Return — B-1500SRRP-00A
Rear Pivot Mount 3.125 + 1.687 PER 1.00 STROKE
.750
Standard Stroke Lengths: 875 - ~ 813
/2", 1", 1-1/2", 2", 2-1/2", 3", 4" L 004 W 500
(TYP) _d
Maximum Stroke: 6" 250 FW F375
ight: i VP, roor— PN
Base Weight: .45 Ibs., plus .22 Ibs. per inch of stroke 7490, 4380 ROD :%
*Optional Accessories: ]
b 1/8" NPTF (TYP) .375([2))"?‘IVOT

e B-029004 Pivot Bracket

« B-127005 Rod Clevis 3/4-16 UNF-2A THREAD

.375 WRENCH FLATS
7/16-20 UNF-2A THREAD

| Single Acting Spring Extend — B-1.500SENM-00A
Front Nose Mount

. 3.188 + 3.000 PER 1.00 STROKE —
Standard Stroke Lengths: 12501875 + STHA625-
/2", 1", 1-1/2", 2", 2-1/2", 3", 4" o2
Maximum Stroke: 6" 094
FZSO 1/8" NPTF
Base Weight: .44 Ibs., plus .22 Ibs. per inch of stroke
7499 4380 ROD
*Optional Accessories: w1 —

¢ B-117007 Mounting Bracket

e B-127005 Rod Clevis 3/4-16 UNF-2A THREAD

-375 WRENCH FLATS
7/16-20 UNF-2A THREAD

| Single Acting Spring Extend — B-1.500SERP-00A
Rear Pivot Mount

3.875 + 3.000 PER 1.00 STROKE

Standard Stroke Lengths: 1.250-875 + STK.625
1/2", 1II, 1_1/2||’ 2II’ 2_1/ ||’ 3||, 4|| 094”‘.625:
Maximum Stroke: 6" ~ ’Tz{spg)

N . (TYP)
Base Weight: .45 Ibs., plus .22 Ibs. per inch of stroke b assaROD—— 11l

ol — — Ll

*Optional Accessories:
e B-029004 Pivot Bracket \ /8" NPTF 375@ PIVOT PIN

3/4-16 UNF-2ATHREAD
(TYP)

e B-127005 Rod Clevis
375 WRENCH FLATS

7/16-20 UNF-2A THREAD
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1-1/2" Bore Cylinder
Double Acting — B-1.500DFNM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2"’ 1II’ 1_1/2"’ 2II’ 2_1/2", 3|I, 4II’ 5II’ 6II’ 7II’
8"’ 9", 10II’ 11II, 12"

Maximum Stroke: 12"
Base Weight: .69 Ibs., plus .08 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117007 Mounting Bracket
e B-127005 Rod Clevis

?7};7”%# —
7490 4380 ROD
I — |

For bumper and magnetic band option add .250" to overall length.

3.688 + STROKE

.750 1.500 —

875 =

094~ 50— b
1/8" NPTF
[ i

3/4-16 UNF-2A THREAD
.375 WRENCH FLATS
7/16-20 UNF-2A THREAD

| Double Acting — B-1.500DRPM-00A
Rear Pivot Mount

Standard Stroke Lengths:
-1/ Il, 1||, 1_1/2"’ 2II, 2_1/2", 3|I’ 4II’ 5II’ 6II, 7II,
8"’ 9", -10II’ 11", -12"

Maximum Stroke: 32"
Base Weight: .73 Ibs., plus .08 Ibs. per inch of stroke

*Optional Accessories:
¢ B-029004 Pivot Bracket
e B-127005 Rod Clevis

For bumper and magnetic band option add .250" to overall length.

i

4.375 + STROKE

&

P

3/4-16 UNF-2A THREAD

.375 WRENCH FLATS
7/16-20 UNF-2A THREAD

\— 1/8"NPTF

| Double Acting — B-1.500DDNM-00A
Double Nose Mount

Standard Stroke Lengths:
1/2", 1|I’ 1_1/2", 2II’ 2_1/2", 3|I’ 4II’ 5II, 6II’ 7II’
8II, 9II, -10II, 11II, 12"

Maximum Stroke: 32"
Base Weight: .82 Ibs., plus .08 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117007 Mounting Bracket
¢ B-127005 Rod Clevis

—IYP) .
7490 4380 ROD —1
i Ty |

For bumper and magnetic band option add .250" to overall length.

4.750 + STROKE

TYP

\—1/g" NPTF—/

3/4-16 UNF-2A THREAD (TYP)

.375 WRENCH FLATS
7/16-20 UNF-2A THREAD

’Single Acting Spring Return — B-1.500SNNM-00A

Front Nose Mount Non-Rotating

Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"
Base Weight: .45 Ibs., plus .22 Ibs. per inch of stroke

*Optional Accessories:
e B-117007 Mounting Bracket
e B-127005 Rod Clevis

375 1 o '250“ B
. ]
—

2.563 + 1.687 PER 1.00 STROKE —{

875

>
=3
o

f

.875

-

1/8" NPTF
3/4-16 UNF-2ATHREAD
438 HEXROD
7/16-20 UNF-2A THREAD
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1-1/2" Bore Cylinder

3.250 + 1.687 PER 1.00 STROKE

Single Acting Spring Return — B-1.500SNRP-00A 875
Rear Pivot Mount Non-Rotating 1.000 |- 83
F-.094 ~ 500
Standard Stroke Lengths: 375 W (TYP) 375
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" r i [‘
—
Maximum Stroke: 6" '74?@';:; ” %

Base Weight: .46 Ibs., plus .22 Ibs. per inch of stroke

]
1/8" NPTF .375@ PIVOT PIN

3/4-16 UNF-2A THREAD
437 HEXROD
7/16-20 UNF-2A THREAD

*Optional Accessories:
¢ B-029004 Pivot Bracket
¢ B-127005 Rod Clevis

| Double Acting — B-1.500DTRM-00A
Through Rod 5.125 + 2 TIMES STROKE

Standard Stroke Lengths: 335 4 STROE g

1/2",1",1-1/2", 2", 2-1/2", 3", 4", 5", 6" soa v 50

Maximum Stroke: 12" : (TYP;‘ V8 NPTE (TYP)(

Base Weight: 1.17 Ibs., plus .13 Ibs. per inch of stroke 1‘562.%?9:@ (TYP) mm @ K W'%WROD (TYP)
*Optional Accessories: J LZSO 7116:20 UNE-24
¢ B-117007 Mounting Bracket 3/4-16 UNF-2A THREAD (TYP) (TYP) (TYP)

¢ B-127005 Rod Clevis 375 WRENCH FLATS

Double Acting — B-1.500DTRH-00A

Through Rod Hollow Rod 5.125 + 2 TIMES STROKE

Standard Stroke Lengths: 3375+ STROKE 628~

1/2",1", 1-1/2" 2", 2-1/2", 3", 4", 5", 6" e 1/8 NPTF TP 750
(.TYP)r

. T
Maximum Stroke: 12" 15620 — i
! p »ﬁ:ﬂ W f‘{ ﬂ%

7309? (TYP) V 4380 ROD (TYP)
Base Weight: 1.16 Ibs., plus .13 Ibs. per inch of stroke 7 L 71620 NP
J 250 THREAD

*Optional Accessories: 2500 THRU 3/4-16 UNF-2A THREAD (TYP) (TvP) (TYP)
* B-117007 Mounting Bracket 375 WRENCH FLATS

« B-127005 Rod Clevis o
| Double Acting — B-1.500DFBM-00A
Front Block Mount 4.188 + STROKE ———
Standard Stroke Lengths: 6 o ;;;55327 CBORED POR 1/4 SHES
1/2" 4", {-1/2", 2" 2-1/2" 3" 4" 5" @" —.9990 125 —= [~ /ETAPPED 5/16-18 FROM
’ ] ] ] ) ’ ’ ’ “om OPP.SIDE
Maximum Stroke: 12" ] F'Zsﬂ VENPTF Tve ‘
: : / [ 438;@ I ¢

Base Weight: .99 Ibs., plus .08 Ibs. per inch of stroke ) 1185 —A \V J
*Optional Accessories: T 250 4

e B-127005 Rod Clevis 1/4-20 UNC-2B ON 1.75 BOLT CIRCLE 7/1632705&1?/‘\:?:;?%
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1-1/2" Bore Cylinder

Double Acting — B-1.500DTNM-00A
Trunnion Mount

175

sQ
Standard Stroke Lengths: 9929~
1/2"’ 1||’ 1_1/2"’ 2||, 2_1/2"’ 3"’ 4"’ 5II, 6II FT
Maximum Stroke: 12" AN 5500
Base Weight: 1.06 Ibs., plus .08 Ibs. per inch of stroke N
g

*Optional Accessories:
* B-029006 Pivot Bracket
e B-127005 Rod Clevis

1-1/2" Bore Cylinder Specifications

¢ (1.7) X (Air Line Pressure) = Approximate Force Exerted

4.188 + STROKE
375~ 1531
~ 937 |-
25—+
1/8 NPTF
F.zsoﬂ M N

| I { f
4380 ROD { 875
. n—
7/16-20 UNF-2A LJ .250 *‘
THREAD L__L 5000

.375 WRENCH FLAT

* Enclosed spring force: 7 Ibs. retracted, 14 Ibs. extended. Note that RO1 and R02 is 9 Ibs. retracted, 17 Ibs. extended.

* Mounting nuts are standard on all nose mount cylinders.
¢ Viton® seals are optional on all cylinders for 200° - 350°F applications.

¢ Bumpers are optional on all 1-1/2" bore cylinders (except in combination with Viton® option).
* Magnetic piston optional on all double acting 1-1/2" bore cylinders (except in combination with Viton® option).
e Bumper and magnet option on 1-1/2" bore double acting cylinder adds .250" to overall length.

1-1/2" Bore Accessories
Nose Mounting Brackets
B-117007

Pivot Mount Bracket
B-029004

1.000 250
TYP.

(] I
T

266
TYP

T 125

TYP.

@376 -,
- {
%L: |
” L 1.500 —J

B-029006

1.00 25

TYP.
I

Mounting Nuts
B-190006

25—
Ve 1.00
375R
2500 < ﬁ
1.750
1.375
|
i l

Rod Clevis
B-127005
1313
i 7/16 - 20 UNF-28
. . 3
P BB
2376
~ =750
! 1 f V)
1.031 f 750
380 rf-m-— 1
T‘%Z L1.688*l
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1-3/4" Bore Cylinder
Single Acting Spring Return — B-1.750SRNM-00A
Front Nose Mount

750
Standard Stroke Lengths: 1 Lm 250
1/2"’ 1||, 1_1/2", 2||, 2_1/ u’ 3", 4|| ".875 W K T
Maximum Stroke: 6" i
) 1.031@ .5008 ROD 1.250
. . T —
Base Weight: .85 Ibs., plus .36 Ibs. per inch of stroke
1/4" NPTF

*Optional Accessories:
¢ B-117008 Mounting Bracket
e B-127006 Rod Clevis

2.969 + 2.000 PER 1.00 STROKE

1-14 UNS-2A THREAD
438 WRENCH FLATS
1/2-20 UNF-2ATHREAD

| Single Acting Spring Return — B-1.750SRRP-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths:
1/2",1",1-1/2", 2", 2-1/2", 3", 4"

Maximum Stroke: 6"

Base Weight: .86 Ibs., plus .36 Ibs. per inch of stroke

(TYP)JJ
1.031Q 5009 ROD
[

4.031 + 2.000 PER 1.00 STROKE

.750
L.094
(TYP)

313

875 W

-
[z

.500
5

@

*Optional Accessories: 1/4" NPTF 3760 PIVOT HOLE

¢ B-117008 Mounting Bracket 1-14 UNS-2A THREAD (TYP)

* B-129005 Pivot Bracket 438 WRENCH FLATS

* B-127006 Rod Clevis 1/2-20UNF-2ATHREAD

| Single Acting Spring Extend — B-1.750SENM-00A

Front Nose Mount 4.031 +3.000 PER 1.00 STROKE
1.063 + STROKE -

Standard Stroke Lengths: a5

1/2", 1l|1 1_1/2" 2II, 2_1/2", 3II’ 4Il 313 4-750* 1'844@

=094 1/4" NPTF

Maximum Stroke: 6" T875 W

Base Weight: 1.17 Ibs., plus .31 Ibs. per inch of stroke 1.0%3 —r—1 3
— |
5008 ROD w

*Optional Accessories:
¢ B-117008 Mounting Bracket
e B-127006 Rod Clevis

-1-14 UNS-2ATHREAD

/438 WRENCH FLATS
1/2-20 UNF-2A THREAD
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1-3/4" Bore Cylinder

Double Acting — B-1.750DFNM-00A

Front Nose Mount

Standard Stroke Lengths:

1/2", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6", 7", 313
8II, gll’ 1OII, 11II’ 12"

4.688 + STROKE
1.938—

750
wwﬁo% 1/4" NPTF " 250

875
Maximum Stroke: 12" I W:;W 11

1.031@ .5000 ROD 1.250
R

Base Weight: 1.29 Ibs., plus .11 Ibs. per inch of stroke

*Optional Accessories:
* B-117008 Mounting Bracket
e B-127006 Rod Clevis

1-14 UNS-2A THREAD 1/4" NPTF

438 WRENCH FLATS
1/2-20 UNF-2A THREAD

| Double Acting - B-1.750DRPM-00A
Double Nose or Rear Pivot Mount

5.750 + STROKE

1.938 —

.500—~

Standard Stroke Lengths: 70 1,125 (
1/2u, 1||’ 1_1/2u 2", 2_1/2||, 3||’ 4||’ 5||’ 6", 711, 313 L o4 500
8", 9", 10", 11", 12" Tws W (ve) i ‘
Maximum Stroke: 32" SSW:%W |
T [~

Base Weight: 1.64 Ibs., plus .11 Ibs. per inch of stroke

1/4" NPTF S%6\375(2) PIVOT HOLE

1-14 UNS-2A THREAD (TYP)
/438 WRENCH FLATS
1/2-20 UNF-2ATHREAD

*Optional Accessories:

¢ B-117008 Mounting Bracket
e B-129005 Pivot Bracket

e B-127006 Rod Clevis

1-3/4" Bore Cylinder Specifications

e (2.4) X (Air Line Pressure) = Approximate Force Exerted

® Enclosed spring force: 11 Ibs. retracted, 24 Ibs. extended.

¢ Mounting nuts are standard on all nose mount cylinders.

* Viton® seals are optional on all cylinders for 200° - 350°F applications.

* Bumpers are optional on all 1-3/4" bore cylinders (except in combination with Viton® option).

* Magnetic piston optional on all double acting 1-3/4" bore cylinders (except in combination with Viton® option).

1-3/4" Bore Accessories

Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117008 B-129005 B-127006
’—— 31)‘00—-1 188 1.000 _259 1313
LL—U_'_D—AI% _3‘75 f ] j"j{ e 1/2-20 UNF-28
'31‘&6} {5‘( 1.150 l.jzs T —+ {** ?\?g ‘720 ﬁ» j B/
1.125 1.125 i A6§8 L L \:Sﬁ j * 2376 ‘
f 625 +265/.235 - 750
.265/.235
j; i \(S\ | ,*ﬁ .6:38 x IOL }; AT T
v H} {Hgl 1% l i i
O D i R B
250 »‘ oY L 1688 A—l
TYP. 1.000
Mounting Nuts o376 P
B-190008 B
S — L J

’ .2651,235 L LSOOJ

1-14 UNF-2B
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2" Bore Cylinder

1.0 STROKE=5.406

Single Acting Spring Return — B-2.000SRNM-00A 20 5TROKE=7.406
Front Nose Mount 875 1188~ 40 STROKE=11.593

Standard Stroke Lengths: s Sl Siul

i/2", 1", 1-1/2", 2", 2-1/2", 3", 4" o B

Maximum Stroke: 4" 13750 S50 {— = Eso
lm! S

Base Weight: 1.04 Ibs., plus .43 Ibs. per inch of stroke [

11/4-12 UNF-2A THREAD 174 NPTF

.500 WRENCH FLATS
1/2-20 UNF-2A THREAD

*Optional Accessories:
¢ B-117009 Mounting Bracket
e B-127006 Rod Clevis

| Single Acting Spring Return — B-2.000SRRP-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths:

1.00 STROKE=6.344
2.00 STROKE=8.344
3.00 STROKE=9.594
400 STROKE=12.531 - 1,031

n n n n n n n .875 ~1.188+
12", 1", 1-1/2", 2", 2-1/2", 3", 4 s s j [ e 20780
Maximum Stroke: 4" 3751 1 W o 7o P
Tovwme | Tﬂ N\
Base Weight: 1.26 Ibs., plus .43 Ibs. per inch of stroke 13750 959 Eﬁ i |
w . |
*Optional Accessories: \ % 375010, - '

11/4-12 UNF-2ATHREAD (TYP)

.500 WRENCH FLATS
1/2-20 UNF-2ATHREAD

¢ B-117009 Mounting Bracket
e B-229005 Pivot Bracket
e B-127006 Rod Clevis

| Single Acting Spring Extend — B-2.000SENM-00A

For bumper option, add .125" to overall length.
Front Nose Mount perop g

1.00 STROKE=7.109

Standard Stroke Lengths: 200STROKE=10100
12", 1", 1-1/2", 2", 2-1/2", 3", 4" g75 1188+ 4.00 STROKE=16.344
: STROKE 1734
18131

Maximum Stroke: 4"

Base Weight: 1.24 Ibs., plus .43 Ibs. per inch of stroke

{ “"»125 1/4 NPTF

o 750 T—
. [ —
1.3750
R

*Optional Accessories: 1
¢ B-117009 Mounting Bracket —
* B-127006 Rod Clevis X

11/4-12 UNF-2A THREAD

.500 WRENCH FLATS
1/2-20 UNF-2A THREAD

| Single Acting Spring Extend — B-2.000SERP-00A
Double Nose or Rear Pivot Mount

Standard Stroke Lengths: 1.0 STROKE=8.047

1/2", 11, 1-1/2", 2", 2-1/2", 3", 4" 2 STROKE 3981

For bumper option, add .125" to overall length.

-.875 i 4.0 STROKE=17.281 20780

Maximum Stroke: 4 - (1 125 (ve) W .56i38
Base Weight: 1.46 Ibs., plus .43 Ibs. per inch of stroke O — I T I
O\t . 13750 €250 [ — : A
Optional Accessories: 5| X l
¢ B-117009 Mounting Bracket e 375010
e B-229005 Pivot Bracket 11/4-12 UNF-2ATHREAD (TYP)

- i .500 WRENCH FLATS
* B-127006 Rod Clevis 1/2-20 UNF-2A THREAD
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2" Bore Cylinder
Double Acting — B-2.000DFNM-00A
Front Nose Mount

Standard Stroke Lengths:
1/2II, 1II, 1_1/2", 2II, 2_1/ II, 3II’ 4II’ 5II, 6II, 7II, 8II

Maximum Stroke: 12"
Base Weight: 1.40 Ibs., plus .15 Ibs. per inch of stroke

*Optional Accessories:
¢ B-117009 Mounting Bracket
e B-127006 Rod Clevis

For bumper option, add .250 to overall length.

4.688 + STROKE
1.922 —
.875 ~1.188~

.1’35“ -~

/1/4 NPTF .3137 -

"7 N === ]
13750 959 — 1.250
003 }7 _ ’7
11/4-12 UNF-2A THREAD 1/4NPTE

.500 WRENCH FLATS
1/2-20 UNF-2ATHREAD

| Double Acting — B-2.000DRPM-00A
Double Nose or Rear Pivot Mount
Standard Stroke Lengths:
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6", 7",
8II’ 9|I’ 10", 11", 12"

For bumper option, add .250 to overall length.

5.625 + STROKE

- 1.031~

1

Maximum Stroke: 32" [E— PN
6250 ROD
Base Weight: 1.62 Ibs., plus .15 Ibs. per inch of stroke < > Lﬁ%
. . 1/4 NPTF .375@ |.D.
*Optional Accessories: 11/412 UNF-2ATHREAD (Typ)  BUSHING
¢ B-117009 Mounting Bracket .500 WRENCH FLATS
e B-229005 Pivot Bracket 1/2-20 UNF-2A THREAD
* B-127006 Rod Clevis
| Double Acting — B-2.000DTRM-00A
Through ROd 6.563 + 2 TIMES STROKE
813
Standard Stroke Lengths: 875 (TvP) 188+ STROKE = .
1/2", 4", 1-1/2", 2", 2-1/2", 3", 4", 5", 6" TYP) as| 17 vawer |
(TYP) |
Maximum Stroke: 12" | = < X = [
6256 0D w T T—F 13750 20780
Base Weight: 1.97 Ibs., plus .24 Ibs. per inch of stroke = _ Ji (TYP) J
1/2-20 UNE-2A !
*Optional Accessories: THREASV(;EY;&H 125l
* B-117009 Mounting Bracket RATS (TYe) (TYP)
¢ B-127006 Rod Clevis 112 UNEZA

2" Bore Cylinder Specifications

e (3.1) X (Air Line Pressure) = Approximate Force Exerted

e Enclosed spring force: 15 lbs. retracted, 30 Ibs. extended.

e Mounting nuts are standard on all nose mount cylinders.

¢ Viton® seals are optional on all cylinders for 200° - 350°F applications.

¢ Bumpers are optional on all 2" bore cylinders (except in combination with Viton® option).

¢ Magnetic piston optional on all double acting 2" bore cylinders (except in combination with Viton® option).
e Bumper option on single acting spring extend cylinders adds .125" to overall length.

e Bumper option on all double acting cylinders adds .250 to overall length.
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2" Bore Accessories

Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117009 B-229005 B-127006
h&]‘mﬁ -2?0 . . r:rYP. | *1 r*.ﬂ 1/2-20 UNF-2B
3% —- = j*% o, st ! LJr {igi'zss '720 ﬁ» j B/
T N ) l L ‘6:38 i [ mtj] jTYP ; 0376 '
1125 1125 75 .265/.235 = f=—.750
.265/.235

Mounting Nuts

B-190009 b s L]
D g

11/4-12 UNF-2B




2-1/2" Bore Cylinder
Double Acting — B-2.500DFNM-00A For bumper option, add .063" to overall length.
Front Nose Mount 4,688+ STROKE

Standard Stroke Lengths:
/2", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6", 7",
8||’ 9”’ 10", 11II, 12||

Sanete ST

;
il

Maximum Stroke: 12"

. 1.750
Base Weight: 1.98 Ibs., plus .17 Ibs. per inch of stroke B
*Optional Accessories: 13/8-12 UNF-2A THREAD 1/4NPTF
e B-127006 Rod Clevis 500 WRENCH FLATS
1/2-20 UNF-2A THREAD
[ Double ACting - B'2500DRPM'mA For bumper option, add .063" to overall length.

Rear Pivot Mount

Standard Stroke Lengths:
1/2", 1II’ 1_1/2"’ 2II’ 2_1/2"’ 3II’ 4II’ 5”, 6II’ 7II,
8II’ gll’ 10II’ 11II’ 12II

Maximum Stroke: 32" 107
15000 6250 ]
Base Weight: 2.27 Ibs., plus .17 Ibs. per inch of stroke a'myp)i

5.625 + STROKE

*W 1/4" NPTF
I \J"J
\

13/8-12 UNF-2A THREAD (TYP) 376 750

376@1D. .
.500 WRENCH FLATS PIVOT BUSHING
1/2-20 UNF-2A THREAD

*Optional Accessories:
* B-229005 Pivot Bracket
¢ B-127006 Rod Clevis

2-1/2" Bore Cylinder Specifications

¢ (5.0) X (Air Line Pressure) = Approximate Force Exerted

¢ Type 303 stainless steel rod as standard.

¢ Viton® seals are optional on all cylinders for 200° - 350°F applications.

e Magnetic piston optional on all 2-1/2" bore cylinders.

e Bumper option on all 2-1/2" bore cylinders adds .063" to overall length.
NOTE: Consult AutomationStore.com for 2-1/2" bore DTRM mount information.

2-1/2" Bore Accessories

Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117010 B-229005 B-127006
3.750 B 1.000 250 1313
i Tj} | ﬁ(‘j' %501':)0 r T (] jrj{ ¥ % *Ht}uz-zo UNF-28
344 —+ +— —T 1.625 - - %?g 750 /«@»
1 C 7 l 4i2 688 L ’—?7 :gT j 1 @376 ! ﬁ
1.44 1.44 ! * : = .265{.235 . - f=—.750
265235 i " 17
o150 1.250R I u} mn L o8 f 1031 i v : .720
ﬁ 1?;53 T T 1 1125 380 J IEEE= 4
3000 iﬁ B i . - J
1'150 = _ {750 \ e 1,000 TYP. 1088
f 375R
Mounting Nuts o \ {
B-190012 js 1150
50 F—— J

? .26;/-235 L71_5004-J
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3" Bore Cylinder
Double Acting — B-3.000DFNM-00A For bumper option, add .063" to overall length.
Front Nose Mount

5.250 + STROKE

ls/ww . ﬂLj % )ﬂ\

11/2-12 UNF-2ATHREAD
625 WRENCH FLATS
5/8-18UNF-2A THREAD

Standard Stroke Lengths:
-1/2", 1||’ -1_1/2", 2II’ 2_-1/ II, 3II’ 4II, 5II’ 6II

Maximum Stroke: 12"

7500
Base Weight: 3.34 Ibs., plus .26 Ibs. per inch of stroke 16250 oD |

*Optional Accessories:
¢ B-117009 Mounting Bracket
e B-127007 Rod Clevis

AV
1
w N
£ 8
=z
<
q?{

| Double Acting — B-3.000DRPM-00A

For bumper option, add .063" to overall length.

Double Nose or Rear Pivot Mount ~—— 6.500 PLUS STROKE —~|
Standard Stroke Lengths: ~l 2094
12", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6" 1.250T1.375* 71.312+
. . n —~.188 ~.813
Maximum Stroke: 32 s || TYR) T
Base Weight: 3.87 Ibs., plus .26 Ibs. per inch of stroke ‘ I F625
*Optional Accessories: — 1l A NI
¢ B-117009 Mounting Bracket 1'625%{0”’)') 7509 ROD —L ] Y YA
e B-229005 Pivot Bracket
* B-127007 Rod Clevis 3/ NPTF 5010 1.D.

PIVOT BUSHING
11/2-12 UNF-2ATHREAD (TYP)

.625 WRENCH FLAT
5/8-18 UNF-2A THREAD

3" Bore Cylinder Specifications

e (7.0) X (Air Line Pressure) = Approximate Force Exerted

¢ Type 303 stainless steel rod as standard.

* Viton® seals are optional on all cylinders for 200° - 350°F applications.
* Magnetic piston optional on all 3" bore cylinders.

e Bumper option on all 3" bore cylinders adds .063" to overall length.

3" Bore Accessories

Nose Mounting Brackets Pivot Mount Bracket Rod Clevis
B-117011 B-229006 B-127007
’—74.375——1 2{,0 * 1.250 250 ——-‘2'250
LL—U_'_b—Jj 1.000 (] j"I T *1 r*ss 5/8-18 UNF-2B
Al B E P I o I
¢ s 4| “’W T t 3501 ‘
1.750 1.750 f o8 .265/.235 —  [=1250
‘Mﬁ‘ g . f f 1 i VI
e H} :éH SR R sl | 1
3.140 IR ) ¢ l 505 r \
8% \ Tz\fr?*l 1250 o LNSO *l
500R
Mounting Nuts o N {
B-190013 jm 2250
50 .sjrt l l

b ]
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Adjustable Cushion Cylinders
3/4" Bore Double Acting — B-0.750AFNM-00A

Front Nose Mount with Cushions 0T 29694 STROKE
Standard Stroke Lengths: 50 ——= 21.05
.1/2u, .1||’ 1_1/2", 2", 2_1/2u, 3u, 4||, 5||, 6" ﬂ .09 28
Maximum Stroke: 12" *
@624 | |7 |~
Base Weight: .24 Ibs., plus .03 Ibs. per inch of stroke 21
. . R‘OD 1/8 NPTF (TYP)
*Optional Accessories: 5/8 - 18 UNF-2A THREADS
¢ B-117005 Mounting Bracket 1/4- 28 UNF-2A THREADS
e B-127003 Rod Clevis
’ 3/4" Bore Double Acting — B-0.750ARPM-00A
Rear Pivot Mount with Cushions S0 [T 3730+ STROKE
Standard Stroke Lengths: B 96 o
1/2||, 1||, 1_1/2||, 2||, 2_1/2||, 3||, 4||, 5||, 6|| 50— ’: .34
.28
Maximum Stroke: 12" "
Base Weight: .29 Ibs., plus .03 Ibs. per inch of stroke gﬁAi T
*Optional Accessories: 2250 ENPTE (1Y) .25 PIVOT PIN
* B-117005 Mounting Bracket 5/8- 18 UNF-2A THREADS
* B-127003 Rod Clevis 1/4 - 28 UNF-2A THREADS
| 1-1/16" Bore Double Acting — B-1.062AFNM-00A N
Front Nose Mount with Cushions +1.1ss-‘ '
—1.625
Standard Stroke Lengths: 094
-1/2||, -1||’ 1_-1/2||, 2||, 2_1/ ||, 3II, 4||, 5||, 6|| .125*[‘“ “ ~.281
.SOOT—‘
Maximum Stroke: 12" Ly —
-62%5,? 313@ ROD EIE}I - i mi
Base Weight: .38 Ibs., plus .04 Ibs. per inch of stroke f \ d LH
i ; —— 1/8 NPTF—
*Optional Accessories: 5/8.18 UNF-2A THREAD
¢ B-117005 Mounting Bracket
| 1-1/16" Bore Double Acting — B-1.062ARPM-00A
Rear Pivot Mount with Cushions 3844 + STROKE
Standard Stroke Lengths: :612';38’ 625
1/2", 1", 1-1/2", 2", 2-1/2", 3" with magnet, 4", 5", 094 “ ~ 281
6" 7", 8",9",10", 11", 12" 125*H (TYP) 344 (
LTYP) T R N
Maximum Stroke: 32" 24 3iigron =] g Hf“ {((i% 75011250
}7* ag | |
Base Weight: .44 Ibs., plus .04 Ibs. per inch of stroke K
1/8 NPTF
*Optional Accessories: 5/8-18 UNF-2A THREAD (TYP) PIVOT PIN
* B-117005 Mounting Bracket 250 WRENCH FLATS

e B-029003 Pivot Bracket
e B-127004 Rod Clevis

5/16-24 UNF-2A THREAD

Adjustable Cushion Cylinder Specifications

* Refer to specific bore size in standard cylinder section for specifications.

* See page 46-58 for accessory details.
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Adjustable Cushion Cylinders

1-1/2" Bore Double Acting — B-1.500AFNM-00A
Front Nose Mount with Cushions

3.875 + STROKE
750 ~—1.500 —
Available Stroke Lengths: 875 57
1/2"’ 1II’ 1_1/2"’ 2II, 2_1/2", *3", *4II’ *5II’ *6"’ 250 0;4-": -
Ly T LS T LS E LS P 1 4380 ROD |
’ ’ ’ ’ ’ R _
*with magnet 7490 9 ©
S L £
Maximum Stroke: 12"
1/8 NPTF
Base Weight: .77 Ibs., plus .09 Ibs. per inch of stroke 3/4-16 UNF-2A THREAD
.375 WRENCH FLATS
*Optional Accessories: 7/16-20 UNF-2A THREAD
¢ B-117007 Mounting Bracket
e B-127005 Rod Clevis
| 1-1/2" Bore Double Acting — B-1.500ARPM-00A
Rear Pivot Mount with Cushions 4375 + STROKE
-.813

Standard Stroke Lengths: ‘
1/2", 1II, 1_1/2", 2II, 2_1/ ||, 3"’ 4", 5II, 6II’ 7II, 094 “ ]

375
8", 9", 10", 11", 12" @ﬁ{ 15630 T
tfi i ({3

=500

Maximum Stroke: 32"

=

Base Weight: .77 Ibs., plus .09 Ibs. per inch of stroke 1/8 NPTF _/ 3750
3/4-16 UNF-2A THREAD PIVOT PIN

*Optional Accessories: 375 WRENCH FLATS

e B-029004 Pivot Bracket 7/16-20 UNF-2A THREAD

* B-127005 Rod Clevis

| 2" Bore Double Acting — B-2.000AFNM-00A
Front Nose Mount with Cushions

5.063 + STROKE
1.922—
Standard Stroke Lengths: 875 ~1.188~
-1/2", -1II’ 1_1/2"’ 2II, 2_1/2"’ 3II’ 4II, 5II, 6II '125 = __.,469
375 r

Maximum Stroke: 12" W

625@ ROD © 9
Base Weight: 1.64 Ibs., plus .15 Ibs. per inch of stroke

Lt [E|

*Optional Accessories:
* B-117009 Mounting Bracket
e B-127006 Rod Clevis

1/4 NPTF
11/4-12 UNF-2A THREAD
.500 WRENCH FLATS
1/2-20 UNF-2A THREAD

| 2" Bore Double Acting — B-2.000ARPM-00A
Rear Pivot Mount with Cushions | .88 5625

1.55
Standard Stroke Lengths: k

1.194
12", 1", 1-1/2", 2", 2-1/2", 3", 4", 5", 6" 103
13 ' @2.08

.56

0 q““ )

@.375 PIVOT
BUSHING

Maximum Stroke: 32"
Base Weight: 1.68 Ibs., plus .15 lbs. per inch of stroke — T

@1.375

*Optional Accessories: pryevl
« B-117009 Mounting Bracket 20D
* B-229005 Pivot Bracket

* B-127006 Rod Clevis

1/4 NPTF (TYP)

11/4-12 UNF-2A THREADS
.5 ACROSS WRENCH FLATS

1/2 - 20 UNF-2A THREADS
* See page 46-58 for accessory details.
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& Features
Single Acting B Series with a magnetic band on the piston
*\l-.. for position sensing.

*‘ :
3 v .
How To Order
B—-0.563 SRNM-00 A-03
3 1 SerieSJ L Options

B = “B” Series 03 = Magnetic Piston

: Bore — Fractional Inches
4 0.563 = 9/16" A =0"
A 0.750 = 3/4" =12
1.062 = 1-1/16"
1.500 = 1-1/2"
2.000 = 2" Rear Stroke
—— Full Inches
Mount 00 = 0O"
SRNM = Front Nose Mount 01 = 1"
SRRP = Double Nose or Rear Pivot Mount 02 = 2"



Single Acting with Magnet Cylinders
9/16" Bore Single Acting Spring Return — B-0.563SRNM-00A-03
Front Nose Mount with Magnetic Band

2.063 + 1.625 PER 1.00 STROKE
Standard Stroke Lengths: 375
/2", 1", 1-1/2", 2", 2-1/2", 3", 4" "-500 «‘Foea -188‘\ I 6250
Maximum Stroke: 6" 4379 = .
[ e ﬁjo
I .. 1880
Optional Accessories: ROD 2/16-20 UNF-2A THREAD #10-32 UNF-2A THREAD

¢ B-117003 Mounting Bracket

 B-127002 Rod Clevis #10-32 UNF-2A THREAD

|9/16" Bore Single Acting Spring Return — B-0.563SRRP-00A-03
Double Nose or Rear Pivot Mount with Magnetic Band

Standard Stroke Lengths: 2344+ 1.625 PER 1.00 STROKE
1/2",1",1-1/2", 2", 2-1/2", 3", 4" 375 375 6250
F063 -‘ - 250 .
".soo T (TYP) e
Maximum Stroke: 6" v —T 1]
4370 ™) S
)
*Optional Accessories: 1880 é& 1560 1.D.
, #10-32 UNF-2B THREAD 1360 1D:
* B-117003 Mounting Bracket P 7/16-20 UNF-2A THREAD (TYP) BUSHING

* B-129002 Pivot Bracket #10-32 UNF-2A THREAD
* B-127002 Rod Clevis

| 3/4" Bore Single Acting Spring Return — B-0.750SRNM-00A-03
Front Nose Mount with Magnetic Band

2.187 +1.687 PER 1.00 STROKE

Standard Stroke Lengths: 438
172", 1", 1-1/2", 2", 2-1/2", 3", 4" | oos o 8130
Maximum Stroke: 6" T T T

] .6?5
*Optional Accessories: % 1/8 NPTF
* B-117006 Mounting Bracket 1/2-20 UNF-2ATHREAD

* B-127003 Rod Clevis 1/4-28 UNF-2A THREAD

| 3/4" Bore Single Acting Spring Return — B-0.750SRRP-00A-03
Double Nose or Rear Pivot Mount with Magnetic Band

2.972 + 1.688 PER 1.00 STROKE
Standard Stroke Lengths: 148 094 (TYP)
172", 1", 1-1/2", 2", 2-1/2", 8", 4" ] i
Maximum Stroke: 6" 'Soﬁr
* i ies: 1/2-20 UNF-2A THREAD \ .2509 PIVOT PIN
Optional Accessories: 1/8 NPTF 57818 UNF-2A THREAD

e B-029003 Pivot Bracket 1/4-28 UNF-2A THREAD
* B-127002 Rod Clevis

144 Kay Drive, Easley, SC 29640




Single Acting with Magnet Cylinders

1-1/16" Bore Single Acting Spring Return — B-1.062SRNM-00A-03

Front Nose Mount with Magnetic Band

Standard Stroke Lengths:
i/2", 1", 1-1/2", 2", 2-1/2", 3", 4"

125
.500H
J _

2.502 + 1.563 PER
1.00 STROKE
~.500

~.094

Maximum Stroke: 6" 6240 3T3GROD [ q:;s

s o
*Optional Accessories:
« B-117003 Mounting Bracket e
¢ B-127002 Rod Clevis 5/16-24 UNF-2ATHREAD

[1-1/16" Bore Single Acting Spring Return — B-1.062SRRP-00A-03
Double Nose or Rear Pivot Mount with Magnetic Band 3,094 + 1563 PER
"1.00 STROKE
Standard Stroke Lengths: [ o 6251
12", 1", 1-1/2", 2", 2-1/2", 3", 4" 125 (TYP) M3
_ .SOOH 7l [“281

Maximum Stroke: 6 e i % o
*Optional Accessories: .%gDﬂ ENPTE \PI \‘/ZOS?%N

* B-117003 Mounting Bracket
e B-129002 Pivot Bracket
* B-127002 Rod Clevis

5/8-18 UNF-2ATHREAD (TYP)

.250 WRENCH FLATS
5/16-24 UNF-2A THREAD

[1-1/2" Bore Single Acting Spring Return — B-1.500SRNM-00A-03
Front Nose Mount with Magnetic Band

2.875 + 1.688 PER

1.00 STROKE

Standard Stroke Lengths:
1/2", 1||’ 1_1/2"’ 2||, 2.1/ II, 3", 4" ~.094 '250*‘ - 1.5630

L
Maximum Stroke: 6" =R

F i
*Optional Accessories: BNPTE
* B-117007 Mounting Bracket 3/4-16 UNF-2A THREAD
e B-127005 Rod Clevis

.375 WRENCH FLATS
7/16-20 UNF-2A THREAD
[1-1/2" Bore Single Acting Spring Return — B-1.500SRRP-00A-03
Double Nose or Rear Pivot Mount with Magnetic Band
Standard Stroke Lengths: Jsob P00 STROKE
1/2",1",1-1/2", 2", 2-1/2", 3", 4" ~ 875 - 813
~.094 T =.500

Maximum Stroke: 6" 1250+ [‘" (TvP) o ars
. . 74bg (VP —— 1] PN
Optional Accessories: o — -
¢ B-029004 Pivot Bracket 450
* B-127005 Rod Clevis VENPTE N

* See page 46-58 for accessory details.

.375 WRENCH FLATS
7/16-20 UNF-2ATHREAD

144 Kay Drive, Easley, SC 29640
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Single Acting with Magnet Cylinders
2" Bore Single Acting Spring Return — B-2.000SRNM-00A-03
Front Nose Mount with Magnetic Band

1.0 STROKE=5.406
2.0 STROKE=7.867

3.0STROKE=9.117 — |
Standard Stroke Lengths: 875 [-1.18g- +0 STROKE=12.054
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" Hj* 33 - 20780
Maimum Stroke: 4° 7
aximum Stroke:
13750 $2559 h”:ﬂ—‘w - T.zlo
*Optional Accessories: i r —
* B-117009 Mounting Bracket /ANPTF
e B-127006 Rod Clevis 11/4-12 UNF-2A THREAD
.500 WRENCH FLATS
1/2-20 UNF-2A THREAD
2" Bore Single Acting Spring Return — B-2.000SRRP-00A-03 0 STROKE=6.805
Double Nose or Rear Pivot Mount with Magnetic Band o 20STROKE=8.805
3.0 STROKE=10.055
e _ALO STROKE=12.992
Standard Stroke Lengths: 8
1/2", 1", 1-1/2", 2", 2-1/2", 3", 4" 13 103 ==
38 ™ = .56 2.080
Maximum Stroke: 4"
.88 = 44 .75
*Optional Accessories: { | " r
¢ B-117009 Mounting Bracket r
« B-129005 Pivot Bracket 13750 G
¢ B-127006 Rod Clevis b s
Rod 3750 Pivot Bushing
1/4 NPTF

11/4-12 UNF-2A Thread (Typ)

.5 Wrench Flats

1/2-20 UNF-2A Thread

* See page 46-58 for accessory details.
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Mounting Nuts

Mounting Nuts Included on Cylinder
BORE SRNM  SRRP  DFNM  DRPM  DTRM  DDNM  AFNM  ARPM  SNNM  SNRP  SENM

0.313 Yes No Yes No Yes Yes N/A N/A N/A N/A Yes
0.438 Yes No Yes No Yes Yes N/A N/A Yes No Yes
0.563 Yes No Yes No Yes Yes N/A N/A Yes No Yes
0.750 Yes No Yes No Yes Yes Yes No Yes No Yes
0.875 Yes No Yes No Yes Yes N/A N/A Yes No Yes
1.062 Yes No Yes No Yes Yes Yes No Yes No Yes
1.250 Yes No Yes No Yes Yes N/A N/A Yes No Yes
1.500 Yes No Yes No Yes Yes Yes No Yes No Yes
1.750 Yes No Yes No Yes Yes N/A N/A N/A N/A Yes
2.000 Yes No Yes No Yes Yes Yes N/A N/A N/A Yes
2.500 N/A N/A No No No No N/A N/A N/A N/A N/A
3.000 N/A N/A No No No No N/A N/A N/A N/A N/A

BORE SENM DFBM DTNM DTRH

0.313 No N/A N/A N/A
0.438 No N/A N/A N/A
0.563 No N/A N/A N/A
0.750 No No Thread  No Thread N/A
0.875 No N/A N/A N/A
1.062 No No Thread  No Thread Yes
1.250 No N/A N/A Yes
1.500 No No Thread  No Thread Yes
1.750 No N/A N/A N/A
2.000 No N/A N/A N/A
2.500 N/A N/A N/A N/A
3.000 N/A N/A N/A N/A

B-190001 B-190002 B-190003 B-190004

1/4-28 UNF-2B 3/8-24 UNF-28 7/16-20 UNF-2B 1/2-20 UNF-2B
B-190005 B-190006 B-190007 B-190008
38 42 " 1H351x2" 48 " f&)" 55
NS 4
7/8 UNF-2B 1-14 UNF-2B
B-190009 B-190012 B-190013

1.875 50 1.875 50 228 50

HEX HEX

11/4-12 UNF-2B

144 Kay Drive, Easley, SC 29640



Nose Mounting Brackets

B-117001
Single Acting 5/16" Bore

[ 1000 063
—f——

41 THRU U o 250
'LACES 7L(% — !jz,so'3,75
125R — 750 — L.125

?.376 1R
: 750
.4?8 e ‘ ‘ ﬂ?3 ' l
125 - 500
B-117005

3/4", 7/8" and 1-1/16" Bore

T

1 ose3 T

i
L
-

L*,75()4—L*.7504‘

B-117009
2" Bore

h 3,125——‘

i T 1000 T

344 — ; ; — .
0 — 1625

B-117002
Double Acting 5/16" Bore

[0 08

.

THRU~. o5

2P|_Ac§l><}u TUT{ T 254,
| T

125r” 75— L 105

31R

\ ]

.75
i
.063

.438
-

B-117006
Single Acting 3/4" Bore

1.625—“

| T 438 |
203 — - 750
TYP— — ‘ = f l
1.094
pssJ

B-117010
2-1/2" Bore

.563

B-117003
7/16" and 9/16" Bore

1.375
094
203 ) |

TYP.

—a | |
\‘.500"'1‘.500'1

©.43 375R

.094 125

B-117007
1-1/4" and 1-1/2" Bore

e,

.281L7+ +,j A 150
TYP— ‘ T
L.gasJ».gas-J
750R

B-117011
3" Bore

i }U U{ T 100 T ) 4
344 —+ — 1.625 344 — — 1.625
T B . B
1.44 1.44 1.750 1.750
©1.501 12508
3.000
1750 _ o5 J]SO\
f
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B-117004
Single Acting 7/16" Bore

s,

.203
TYP.

f— ‘

B-117008
1-3/4" Bore

o
o U U{ : T

344 —> - 1.l50

=g B

1.125 1.125

.906R




Pivot Mounting Brackets
B-129001 B-029002 B-129002

5/16" Bore 7/16" Bore 9/16" Bore
040
e (500~ Hgg_ (500~ H@g
i T i, a0t
170 s00 0| A so0 T | G 2%
260 [{D) 340 281 ) U | ¥ S s
! o 063 T 34 93
- T o ] e sl S
i 203 | 4- T 500 281
125 TYP | 203TYP )|+ ——L 500
- 500 — S T D |
125 RADIUS : 198 500~ 125 500
2.128 orsr 203R ’ /.203 R
}7 . @.157 <
406 1 | T T
& 188 L 563 766 563 766
T aE = | \ i | l
L 4_] f 'L.osaL J B
625 750 063 LJSO——J
B-029003 B-129003 B-229003
3/4", 7/8" and 1-1/16" Bore 3/4", 7/8" and 1-1/16" Bore 1-1/4" Bore
750 e 70 750 %
] D_t T l N_ 4 f ] N_4
B _ 266 — 266 - .266
TR P T P T
s et LAt ] N et |4 == 4 125
| T T T e ] Pl i SRl 7 P
| e | e i
O D e D)
g~ s gt s 198 Fs0-
-313R 313R 313R
@.251 @.251 @.251
X } T
j 1.188 T 1.188 | T 1188
875 v 875 L 875 \
sg—i—= l P — | 250 4=

A L125L1,125——J * LJZSLHZSJ * '155 L'I.'IZSJ
B-029004 B-129005 B-229005

1-1/2" Bore 1-3/4" Bore 2 and 2-1/2" Bore
1.000 -250 1.000 250 1.000 250
[ [ive [ive
—oes —L g6 f @ Dot
10017+ I TYP IRV e—— T TYP 1.125 17# é — TYP
625 | T | e | il 1 | 88 b | sl 3!
125 T 625-265/235 f 75 -265/.235
25 = 265/.235 = b T 265/.235, ‘ “* [ T
K == f =l K
.266L7+ = 1000 AZGGL T g R P 20— ¥ = s
TYP TYP TYP l
T I i | i
8 1000 20 ~ 1000 8 =000
375R 375R 375R
0.376 ﬂ 0376 ﬁ 0376 ﬂ
1375 1.750 1.750 1375 1750
. 1375 -
30— l l 3 — l o — l l

) 75 1 —
P s LLSOOJ f 265’/235 LLSOOJ * ‘265)‘235 L],SOOJ

B-229006
3" Bore

1.250 250

f ] Nt
1.5100 S:WSTWT {* TYP
.265/.*235‘

i =l T a5 |
266 T T 1 Lsxoo
L

.250.
TYP. 1.250

1
88 .265{.235

-500R
@.501

2.250
1.750 \

5}00;}:

* .265;.235 L] '750J
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Rod Clevis

B-127001
5/16" Bore
| r.437j S
.3:3 ﬁ j
2.126

—  ~.188

‘ { 1 U1
ST] o] il 313

B-127003
3/4" and 7/" Bore

i j
500 :ﬁ;»
‘ - T
2251

6T7 F - 500
255 iy
I R
B-127005

1-1/4" and 1-1/2" Bore
1.313

T

ﬂ r*.25
b BB
2376
-~ 750
T 1 7 vy
1.031 1 .750
l 380 T f\ !
%%J Lmss«l
B-127007
3" Bore

2.250

T

!
1.(100 ﬁ j
2501

—= f=—1.250

T 1 f i
1.281 1 1.000
i ]

1 [
505 T
ml [

#5-40
UNC-2B

*.938*‘ ‘_1 r—~416

@// 1/4 - 28 UNF-2B

D/7/16 -20 UNF-2B

.38
5/8- 18 UNF-2B

B-127002
7/16" and 9/16" Bore

"*.750*‘ *‘ r-ﬁ13

b BE

.18
—= ~—.375
‘ i i \ I
562 ' 375
| el B *
il

B-127004
1-1/16" Bore

7T

* 5/16 - 24 UNF-2B
.500 4 D/
i 7
@.251
—= j=—.500
T ' i Y )
687 v 500
T A 7
255 ]7 )
w0 4
TYP. 1.188

B-127006
1-3/4", 2" and 2-1/2" Bore

1.313

T

st
! -
750 +
i %} —
@.376
—= f=—750
T 1 f
1.031 f 750
l 380 J I !
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UL-03 Series

PBK CLAMP

Specifications

CHARACTERISTIC / TYPE
Switching Logic

UL-03R

SPST Normally Open

MOUNTING CLAMP & BRACKET
PAB CLAMP

NOTE:

1. The max. Operating voltage of UL-15R-QD8is
60V AC/DC (based on IEC61076-2-101).

2. Measuring standard target: 15.5 * 8 *5t
(Anisotropic Rubber Magnet).

3. Sin Wave /X - -Y- -Z 3 Directions/3 Times
Each Direction/ 11mS Each Time.

4. Double Amplitude 1.5mm / 10Hz~55Hz~10Hz
(Sweep 1 min) / X - -Y- -Z 3 Directions / 1 Hour
each Time.

5. All trademarks used in this catalogue are
the property of their respective owners.

Apply to: 6 § to 63 § round cylinder

UL-O3N UL-03P

Solid State Output, Normally Open

Sensor Type Reed Switch NPN Current Sinking ‘ PNP Current Sourcing
Operating Voltage (Note 1) 5-240V DC/AC 5-28V DC

Switching Current 100 mA max. 200 mA max.

Switching Rating 10 W max. 6 W max.

Current Consumption

20 mA max. @ 24V
(Switch Active)

18 mA max. @ 24V (Switch Active)

Voltage Drop

2.5V max. @ 40mA DC

0.5V max. @ 200 mA (Resistive Load)

Leakage Current = 0.01 mA max.
Indicator Red LED Red LED Green LED
Cable 2.88, 2C, OIL RESISTANT PVC 2.8§, 3C, OIL RESISTANT PVC
Sensitivity (Note 2) 60 Gauss
Max. Switching Frequency 200 Hz ‘ 100 Hz
Temperature Range -10 ~ 70
Shock (Note 3) 30G | 50 G
Vibration (Note 4) 9G
Enclosure Classification IP 67 (NEMA 6)
Protection Circuit ‘ Power Source Reverse Polarity ; Surge Suppression
| Wiring Diagram UL-03R UL-03N UL-03P
~. P Brgwn _ Brgwn °
ﬁ e * Zg ) Black T+ z%{ Black T+
POWER <V POWER =3y POWER
—Bloue—i: §5<§ Bleue l_ §5 o | Blue Load l_
UL-03R-03 UL-03N(P) M8 (IEC1076-2-101)
UL-03R-QC8 UL-03N(P)-QC8
:m :m 2 wire QC wiring 3 wire QC wiring
24 ‘ 150 ‘ 24 ‘ 150 | M83M 4 o M83M # Black(ouy
’*71»‘ ’_7_11 Brown(+) @ Blue(-) Bmwn(+)l@mue(-)
7IG %—“ 3000 - 252 .( 7ID* R ‘ 3OOOL7 252 ’1
10 SENSING POINT .5 \_SENSING POINT
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MOUNTING CLAMP & BRACKET NOTE:

PBK CLAMP PAB CLAMP 1. The max. Operating voltage of UL-15R-QD8is
60V AC/DC (based on IEC61076-2-101).

2. Measuring standard target: 15.5 * 8 *5t
(Anisotropic Rubber Magnet).

3. Sin Wave /X - -Y- -Z 3 Directions/3 Times
Each Direction/ 11mS Each Time.

4. Double Amplitude 1.5mm / 10Hz~55Hz~10Hz
(Sweep 1 min) / X - -Y- -Z 3 Directions / 1 Hour
each Time.

5. All trademarks used in this catalogue are

Apply to: 6 § to 63 § round cylinder the property of their respective owners.

F
au

Specifications
CHARACTERISTIC / TYPE UL-15R UL-15N UL-15P

Switching Logic SPST Normally Open Solid State Output, Normally Open
Sensor Type Reed Switch NPN Current Sinking ‘ PNP Current Sourcing
Operating Voltage (Note 1) 5-240V DC/AC 5-28V DC
Switching Current 100 mA max. 200 mA max.
Switching Rating 10 W max. 6 W max.
G G _ 20 mA max. @ 24V 18 mA max. @ 24V (Switch
(Switch Active) Active)
Voltage Drop 2.5V max. @ 40mA DC 0.5V max. @ 200 mA (Resistive Load)
Leakage Current - 0.01 mA max.
Indicator Red LED Red LED Green LED
Cable 2.8§, 2C, OIL RESISTANT PVC 2.8§, 3C, OIL RESISTANT PVC
Sensitivity (Note 2) 60 Gauss
Max. Switching Frequency 200 Hz ‘ 100 Hz
Temperature Range -10 ~ 70
Shock (Note 3) 30G | 50 G
Vibration (Note 4) 9G
Enclosure Classification IP 67 (NEMA 6)
Protection Circuit ‘ Power Source Reverse Polarity ; Surge Suppression
| Wiring Diagram UL-15R UL-15N UL-15P
% Brown - + Zg ¢ Brgwn T+ Zg{ Brgwn T+
ﬁ e POWER <2 Blgek POWER = Blgck POWER
[ UL-15R-03 UL-15N(P)-03 M8 (IEC1076-2-101)
UL-15R-QD8 UL-15N(P)-QD8
2 '—EL; 150 i 2 | 150 i 2 wire QD wiring 3 wire QD wiring
L :Gm L :GMD:[@] M83M 4 (Ne) M83M 4 Black(out)
i it rown(+) 1 3 ue(-) rown(+) 1 3 ue (-
}:ﬂf‘l:ﬁ?zi EH:&:% ° ‘H@B' 0o ‘H@B' v

100020
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-| PAB CLAMP PAC BRACKET

NOTE:

1. The max. Operating voltage of UL-15R-QD8is
60V AC/DC (based on IEC61076-2-101).

2. Measuring standard target: 15.5 * 8 *5t
(Anisotropic Rubber Magnet).

3. Sin Wave /X - -Y- -Z 3 Directions/3 Times

Each Direction/ 11mS Each Time.

4. Double Amplitude 1.5mm / 10Hz~55Hz~10Hz
(Sweep 1 min) / X - -Y- -Z 3 Directions / 1 Hour
each Time.

5. All trademarks used in this catalogue are
the property of their respective owners.

Specifications

CHARACTERISTIC / TYPE
Switching Logic

UL-20R

SPST Normally Open

UL-20N

UL-20P

Solid State Output, Normally Open

Sensor Type Reed Switch NPN Current Sinking ‘ PNP Current Sourcing
Operating Voltage (Note 1) 5-240V DC/AC 5-28V DC

Switching Current 100 mA max. 200 mA max.

Switching Rating 10 W max. 6 W max.

Current Consumption

15 mA max. @ 24V

16 mA max. @ 24V (Switch Active)

(Switch Active)
Voltage Drop 2.5V max. @ 100mA DC 1.5V max. @ 200 mA (Resistive Load)
Leakage Current = 0.01 mA max.
Indicator Red LED Red LED Green LED
Cable 4.0§, 2C, OIL RESISTANT PVC 4.0§, 3C, OIL RESISTANT PVC
Sensitivity (Note 2) 70 Gauss 60 Gauss
Max. Switching Frequency 200 Hz 100 Hz
Temperature Range -10~ 70
Shock (Note 3) 30G 50 G
Vibration (Note 4) 9G
Enclosure Classification IP 67 (NEMA 6)
Protection Circuit _ Power Source Reverse Po_larit_y ; Surge Suppression; O/P Short
Circuit Protect
Wiring Diagram UL-20R UL-20N UL-20P
~. P Brgwn . Brown _
Brown - + Z': ¢ —— T+ ':{ ® +
POWER éé Blgck POWER %2 Blgck POWER
e 511 oge | S | ope [oad) |
’ UL-20R-03 UL-20N(P)-03 8 (IEC1076-2-101)
UL-20R-QC8 UL-20N(P)-QC8
2. GE{[IDD::M 12, 6[@:
o2 ‘ ‘ ng N ‘ J 2 wire QC wiring 3 wire QC wiring
71 71 M83M 4 (NC) M83M 4 Black(out)
~= == @ @
10.8) 4| 108 | © _ S — Brown(+) ! 3 Bluer) Brown(+)-1 3 Blue()
~ 252 -1 [. ~ 252 ﬁ

SENS\NG POINT 3000

4 5 \-SENSING PO\NT 3000
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PAB CLAMP PAC BRACKET
-| NOTE:

1. The max. Operating voltage of UL-15R-QD8is

60V AC/DC (based on IEC61076-2-101).

2. Measuring standard target: 15.5 * 8 *5t

(Anisotropic Rubber Magnet).
3. Sin Wave /X - -Y- -Z 3 Directions/3 Times
Each Direction/ 11mS Each Time.

4. Double Amplitude 1.5mm / 10Hz~55Hz~10Hz
(Sweep 1 min) / X - -Y- -Z 3 Directions / 1 Hour
each Time.

. All trademarks used in this catalogue are
the property of their respective owners.

PM BRACKET

(@) (]
Specifications

CHARACTERISTIC / TYPE UL-21R UL-21N UL-21P

5

[}

Switching Logic SPST Normally Open Solid State Output, Normally Open

Sensor Type Reed Switch NPN Current Sinking ‘ PNP Current Sourcing
Operating Voltage (Note 1) 5-240V DC/AC 5-28V DC

Switching Current 100 mA max. 200 mA max.

Switching Rating 10 W max. 6 W max.

Current Consumption - 15(83\'/6; t&az'c?vi)‘l v 16 mA max. @ 24V (Switch Active)
Voltage Drop 2.5V max. @ 100mA DC 1.5V max. @ 200 mA (Resistive Load)

Leakage Current = 0.01 mA max.

Indicator Red LED Red LED Green LED

Cable 4.08, 2C, OIL RESISTANT PVC 4.0§, 3C, OIL RESISTANT PVC

Sensitivity (Note 2) 70 Gauss 60 Gauss

Max. Switching Frequency 200 Hz 100 Hz

Temperature Range -10~ 70

Shock (Note 3) 30G 50G

Vibration (Note 4) 9G

Enclosure Classification IP 67 (NEMA 6)

Protection Circuit _ Power Source Reverse P&I;’:l(:rLijtiyt/ PrSOL:;g; Suppression; O/P Short

’Wiring Diagram UL-21R UL-21N UL-21P
~. P Brgwn . Brgwn °
R S [ S v I T

POWER §§ Blgck POWER §§ Blgck POWER

| UL-21R-03 UL-21N(P)-03 M8 (IEC1076-2-101)
UL-21R-QC8 UL-21N(P)-QC8
s 6I .|lI :m 1 GI E|.|l| :m 2 wire QC wiring 3 wire QC wiring
28.1 \ 28 1 \

71 71 M83M 4 (No) M83M 4 Black(out
10. SIQ 10. S[Q Brown(+) ! 3 Bluer) Brown(+)-} 3 Blue()
\* 252 ’1 l‘ 252 »‘
SENSING POINT 3000 4 5 “-SENSING POINT 3000
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UL-30 Series

2

Specifications

CHARACTERISTIC / TYPE
Switching Logic

UL-30R

SPST Normally Open

PAB CLAMP

NOTE:

1. The max. Operating voltage of UL-15R-QD8is

60V AC/DC (based on IEC61076-2-101).

Measuring standard target: 15.5 * 8 *5t

(Anisotropic Rubber Magnet).

Sin Wave /X - -Y- -Z 3 Directions/3 Times

Each Direction/ 11mS Each Time.

. Double Amplitude 1.5mm / 10Hz~55Hz~10Hz
(Sweep 1 min) / X - -Y- -Z 3 Directions / 1 Hour
each Time.

. All trademarks used in this catalogue are
the property of their respective owners.

2.

3.

Apply to 6@ to 63@ Round Cylinder

UL-30N UL-30P

Solid State Output, Normally Open

Sensor Type Reed Switch NPN Current Sinking ‘ PNP Current Sourcing
Operating Voltage (Note 1) 5-240V DC/AC 5-28V DC

Switching Current 100 mA max. 200 mA max.

Switching Rating 10 W max. 6 W max.

Current Consumption

19 mA max. @ 24V

16 mA max. @ 24V (Switch Active)

SENSING POINT
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(Switch Active)
Voltage Drop 2.5V max. @ 100mA DC 1.5V max. @ 200 mA (Resistive Load)
Leakage Current = 0.01 mA max.
Indicator Red LED Red LED Green LED
Cable 2.8§, 2C, OIL RESISTANT PVC 2.8§, 3C, OIL RESISTANT PVC
Sensitivity (Note 2) 45 Gauss 40 Gauss
Max. Switching Frequency 200 Hz 100 Hz
Temperature Range -10~ 70
Shock (Note 3) 30G 50 G
Vibration (Note 4) 9G
Enclosure Classification IP 67 (NEMA 6)
Protection Circuit _ Power Source Reverse Po_larit_y ; Surge Suppression; O/P Short
Circuit Protect
Wiring Diagram UL-30R UL-30N UL-30P
% Brown - + ¢ Br%wn o+ Brgwn o+
Load - Zg Black Load T Z%{ Black T
POWER g; POWER éz POWER
Blue - G‘q Blge l_ s | b Load ]
UL-30R-03 UL-30N(P)-03 M8 (IEC1076-2-101)
UL-30R-QC8 UL-30N(P)-QC8
G’ZE:m 5.2E&:m 2 wire QC wiring 3 wire QC wiring
31.4 150 d 31.4 L 150 J 4 4
L 7 L , M83M (NC) M83M Black(out)
Y S N — 8 inaa] 44 () ?ﬂj . .= BrownH)i@ Blue() Brawn(ﬂl@elue(—)
r LW-SJ\ ‘ 3000 gL ‘_‘ r J 8 SENSING PO\mTi 3000#&




PAB CLAMP

Specifications

CHARACTERISTIC / TYPE
Switching Logic

UL-33R

SPST Normally Open

NOTE:

1

2.

3.

Apply to 6@ to 63@ Round Cylinder

UL-33N

. The max. Operating voltage of UL-15R-QD8is

60V AC/DC (based on IEC61076-2-101).
Measuring standard target: 15.5 * 8 *5t
(Anisotropic Rubber Magnet).

Sin Wave /X - -Y- -Z 3 Directions/3 Times
Each Direction/ 11mS Each Time.

. Double Amplitude 1.5mm / 10Hz~55Hz~10Hz

(Sweep 1 min) / X - -Y- -Z 3 Directions / 1 Hour
each Time.

. All trademarks used in this catalogue are

the property of their respective owners.

UL-33P

Solid State Output, Normally Open

Sensor Type Reed Switch NPN Current Sinking ‘ PNP Current Sourcing
Operating Voltage (Note 1) 5-240V DC/AC 5-28V DC

Switching Current 100 mA max. 200 mA max.

Switching Rating 10 W max. 6 W max.

Current Consumption

15 mA max. @ 24V
(Switch Active)

16 mA max. @ 24V (Switch Active)

Voltage Drop

2.5V max. @ 100mA DC

1.5V max. @ 200 mA (Resistive Load)

Leakage Current = 0.01 mA max.

Indicator Red LED Red LED Green LED
Cable 4.08, 2C, OIL RESISTANT PVC 4.0§, 3C, OIL RESISTANT PVC
Sensitivity (Note 2) 70 Gauss 60 Gauss

Max. Switching Frequency 200 Hz 100 Hz

Temperature Range -10~ 70

Shock (Note 3) 30G 50G

Vibration (Note 4) 9G

Enclosure Classification IP 67 (NEMA 6)

Protection Circuit

Power Source Reverse Polarity ; Surge Suppression; O/P Short

Circuit Protect

| Wiring Diagram

.

UL-33R

218" [Load] ¢
Blue _

UL-33N
P Br%wn ot
= |
Z> Black Load
POWER <V POWER
p=4=3
b Blue _

MAIN

CIRCUIT
4
w
o=
o
<I—|
o
[
Qs
o
=
| m
E]

UL-33P

Brown

<

Black

UL-33R-03
UL-33R-QC8

L
6.% i-—
|

! 31.4 150

71

b &4
5.6 D . ————————
F . E L e 22

SENSING POINT

UL-333N(P)-03
UL-33N(P)-QC8

i
o5 o= (BT I
*7! 31.4 ‘ 150 ‘
L 2L
56 DJ ‘ :?Zi
8 3000 |

SENSING POINT
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M8 (IEC1076-2-101)

2 wire QC wiring

M83M 4 (No) M83M 4 Black(out)
Brownwi@ Blue(-) Brown(+)i@mue(-)

3 wire QC wiring




PAB, PBS, PBT

PAB CLAMP

Mounting UL-20 & UL-21 series on Round Cylinder

PAB

Step 1

Step 2

Step 3

Step 4

Start by keeping

1. Plscethe screw hesd inlo

1. Remave camp

1. Imssrt ot end of The band into il

FAB-01 seriw Jnadiurng Wmacdampandwrapiteband AE0smbly ERLoppde e Irom e Gl mpa ol
i o harnal sl om mrnand thel coplingar 2. Plnc i chosam hoks oy ihi
For 12§ ~ 63 4 round | Mebare ¥
Jlﬂﬂ'f.'r LI-SE tha andof the band 2. Cuthe band at pinaned bond thi band firmly
oyl assambly 2. Prostion thee pinwith e rxl2 adyacent downwithihumb pressurs.
neanras| holacnthebandand  Bolefrommarked | 3. Wrap ibe band around cylindes
PAB-02 i L il willh Fefihin el And fo-ingan Scriw Himd
For 12 £ ~ 125 £ round PRGN Marker inipelamg
qﬁind’ﬂr ués 4. Positionthe swibchand tighien
, &\ ~rTEnTION]
&
&
1 Do not over tighten!
i Damage to the switch
- mnd ar oylinder may asur.

Screw head

Clamp solt

C

Mark hala

Cut line

PBS CLAMP

PBT CLAMP

d:al Mounting UL-33 series on Round Cylinder

PBT Mounting UL-30 & UL-31 series on Round Cylinder

== PBS clamp and PBT clamp are similar, and have the same instructions as below

PES-01
PET-01

For 6§ ~ 63§ round
cylinder use

PBS-02
PBT-02

For&§ ~125 4 round
cylinder usa

Step 1

Step 2

Step 3

Slep 4

Start by keeping
screw Jtodlurns
inta barralsulcn
e andal thehand
assEmby

1. Placethe screw head into
the clamp and wrap e band
arcaand thes Cylinder

2 Posiion the pinwith tha
meares! holeon the band and
i [ holewilh a
st nas] marckar

1. Removeclamp
asssmbly.

F, CulEha bamd At
renct 1 adjacent
hobafrom marked
Feobit

1. Irsert cutend ofthe band into St
slalopposite from e clampsiot

2. Placeihe chosen hole over the
pin A bar tha Eand firmly
diowwmain thumib prassunn

3. Wraptha bandaround cylindes
barraland re-inser soraw Hasd
ininelamg

4, Pagitiontha switehand ighiam

Scraw head

Mark Hole

g

Clamp slot

«Mark Hole
C

:gzj.‘.

Cut ling

An‘rTENTmNu

Do not aver tighten!
Damage o the swilch
and of eylindar May oCour,
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M8

M83M
M83F

b
M83FL

hﬂa EDI‘I I"l'E!CtGI‘ Mote. The plastc dimerdions ans Sor refensnce anly.
4 A —
M83M <> S =L
(MALE) ,e Mﬁrﬁ}:
= 7.00 F= 28.50 -
a 3550 -

M83F
(FEMALE)
—= .70 m==— 2730 —=
- 25,00 -
- 28.50 -
e 2400 —=
M83FL 0
(FEMALE) 131.;-0 i {—

Specifications
CHARACTERISTIC / TYPE

M83F

MS83FL

Connector Type

M8 3PIN Male (Straight)

M8 3PIN Female

M8 3PIN Female (Straight) (right-angle)

Lead Wire Color

PIN 1: Brown, PIN 3: Blue, PIN 4: Black

Max. Operating Voltage 60V AC/DC
Max. Rating Current 3A
Insulation Between Contacts 1.0 KV
Insulation Between Contacts and Metal Housing 0.85 KV

Pin Coating 5M Gold Coating
Number of Mechanical Operations Over 100 times

Temperature Range -25

Cable Tension Force In Connected 30N

IP Degree Protection IP 67 (IEC 60529)

Standard

IEC 61076-2-101

144 Kay Drive, Easley, SC 29640




Female Quick Connector Ordering Information

Special Type Orders Available

M83FL-4 B—-3

Cable Length
01 : The length of cableis 1 M
03 : The length of cable is 3 M (Standard Length)

05 : The length of cable is 5 M

L Connector Type

83F : MB8*3PIN Female Connector, Straight direction Outlet
83FL : MB8*3PIN Female Connector, Angle direction Outlet

Cable Diameter

Cable Color
B : Color of Cable is Black, 3 Wire (Standard Color)
G : Color of Cable is Gray, 2 Wire

ROUND CYLINDER | [ O

144 Kay Drive, Easley, SC 29640

29 : Cable Diameter is 2.9 mm
3.3 :  Cable Diameter is 3.3 mm
4 : Cable Diameter is 4.0 (Standard Diameter)

UL-03, 15 Series [——— PBK & PBO CLAMP |
UL-20, 21 Series |———] PAB CLAMP |

UL-30 Series |—— PBT CLAMP
UL-33 Series |—— PBS CLAMP







